
 (E)  5/08ASSEMBLY INSTRUCTIONS FOR P1115

IMPORTANT
TURN OFF THE POWER AT THE MAIN FUSE 

OR CIRCUIT BREAKER BOX
BEFORE STARTING INSTALLATION

Bulb
(not included)

Fixture 
Plate

Shade

 Carefully unpack and identify all parts before assembly. 
Bulb not included.

1. Install stems:
 A.  Choose desired installation height from any 

combination of stems provided.  NOTE: Additional 
stems can be purchased to increase installation height.  
However do not add more stems than will allow 6" (15 
cm) of fixture wires above fixture plate.

 B.  Thread fixture wires through each stem to be used.  
Note correct position of stem from left diagram.  Screw 
stems together until secure. Screw bottom end of 
assembled stem onto top threaded pipe until secure.

 C.  With hook and loop installation:
 Install break and hook on top end of assembled stem.   

Thread fixture wires through fixture plate center hole.  
Hang hook onto loop. 

 Without hook and loop installation (this option does not 
work on angled ceiling):

 Remove canopy loop and threaded pipe from the fixture 
plate. Slip break onto top end of assembled stem.  
Thread fixture wires through fixture plate center hole.  
Lock all together by fastening washer, lock washer, and 
hex nut from above.

2. Measure 6" (15 cm) of wire from end of fixture plate 
and cut off remaining wires.  Split wires and strip off 
3/4" (19 mm) of insulation from each end.

3. Follow enclosed "Multiple Standard Installation 
Instructions" for electrical and fixture installation onto 
ceiling junction box.

 Note:  Before starting wire connection, enlist  a helper 
to support the fixture, or make a hook from a wire coat 
hanger and temporarily suspend the fixture from 
mounting plate.

4. Place shade over threaded socket and then the spacer 
tube and secure all with counter ring,  using supplied 
wrench.

5. Install bulbs (not included).  See relamping label 
located near socket area for type and maximum allowed 
wattage.
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