
OUTDOOR
EXTERIOR LIGHTING SOLUTIONS



700OBVOT CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K
840	 80 CRI, 4000K

42	 42" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE 

830 42 D H UNV S PCLF

Roton 18 Pendant shown in bronze

This catalog features item number grids for ease of ordering. For example, below is the item 

number grid for a Voto Bollard. Select from the bold codes to build your item number of choice: 

700OBVOT83042DHUNVSPCLF means you have selected the Voto Bollard, 3000K, in charcoal, 

with button photocontrol and in-line fuse.

ORDERING INFORMATION
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Tech Lighting designers and 

engineers focus their efforts 

on meeting the unique needs 

of outdoor lighting. Whether 

designed for way-finding, 

accenting landscape features, or 

general illumination for visibility 

and safety after dark, Tech 

Lighting Outdoor products will 

stand up to the most severe 

environmental conditions while 

providing state-of-the-art, long 

lasting, efficient LED light. 

MEETING THE DEMANDS 
OF OUTDOOR 
ARCHITECTURAL  
LIGHTING

Built to withstand the most 
severe weather conditions

Powder coat,  
corrosion-resistant finish

Long-life, consistent,
LED lamping

High lumen output optimized 
to outdoor applications

Die-cast base

Optional mounting solutions
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SPECIFICATION-GRADE FEATURE SUMMARY

OUTSTANDING PROTECTION AGAINST THE MOST 
SEVERE WEATHER, TEMPERATURES AND DIRT:

Durable, marine-grade finishes

Aluminum housings

Stainless steel hardware for robust durability in harsh elements

Wet listed, IP65
�(International Protection rating indicating resistance  
to dust and water; suitable and safe for commercial use)

LONG-LIFE, DIMMABLE LED TESTED AGAINST 
THE HIGHEST QUALITY STANDARDS TO ENSURE 
CONSISTENT LED PERFORMANCE AND COLOR:

3-step binning standard (80 CRI)

Replaceable LEDs and drivers 

Multiple CCT options (2700K, 3000K or 4000K)

120-277 volt driver with integral transient  
surge protection at 2.5kV per American National  
Standard (ANSI) and Institute of Electrical and  
Electronics Engineers (IEEE) standard

Bollards and Light Column include secondary surge  
suppression to 10kA for protection against extreme  
environmental risks such as lightning 

Upgrade Options: 
	 Photo Control
	 Occupancy/Motion Control
	 Surge Protection 
	 In-Line Fusing

Dimmable (ELV, 0-10V)

70,000 hours/LM-70

Start temperature: -30°C

ARCHITECTURAL-GRADE ENGINEERING:

IP rated to ensure third-party testing of international commercial 
standards for water and dirt resistance in outdoor applications

BUG rated for accurate measurement of backlight, uplight,  
and glare as those characteristics affect the efficiency and environmental 
impact of outdoor lighting, especially as these considerations impact Dark 
Sky compliance

Dark Sky Compliance 

IES photometric data for accurate professional specification and planning

5-year warranty



Revel Path shown in bronze



techlighting.com 7

ILLUMINATING YOUR 
ENVIRONMENT,  
FROM DUSK TO DAWN.
Blending contemporary aesthetics with meticulous attention to 

engineering detail, Tech Lighting outdoor fixtures complement a 

structure’s architectural vision and intent, day or night. After dark, 

our outdoor lighting defines exterior space by enhancing spatial 

details, defining pedestrian paths, and contributing to a sense of 

safety and security. 



TURBO LIGHT COLUMN

Turbo Light Column shown in charcoal



DELIVERED LUMENS 2100 or 4517

WATTS 28 or 60

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

SECONDARY SURGE 
PROTECTOR

10kA

DIMMING 0-10

LIGHT DISTRIBUTION Symmetric

OPTICS 20º or 40º

MOUNTING OPTIONS Bolt

PERFORMANCE OPTIONS Photocontrol/In-line Fuse

CCT 3000K or 4000K

CRI 80

COLOR BINNING 3-step

BUG RATING B1-U2-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT 70 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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TURBO
LIGHT COLUMN

The distinctively modern Turbo cylindrical light column is a 

powerful outdoor LED solution for general illumination and area 

lighting. Highly customizable to suit its immediate surroundings, 

the Turbo light column offers two optional beam spreads,  

20° and 40°, as well as two different lumen output options. 

SPECIFICATIONS

TURBO LIGHT COLUMN
shown in bronze sh

o
w

n 
in

 c
h

ar
co

al

Bolt Mounting



149.8"
3805 mm

98.2"
2494 mm

8"
203 mm

8"
203 mm

8"
203 mm

5"
127 mm

5.2"
132 mm

.6"
15 mm

3.5"
89 mm

2.8"
70 mm

8"
203 mm

3"
76 mm

700OCTUR CRI/CCT LENGTH BEAM SPREAD FINISH VOLTAGE OUTPUT DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

12	 12' 20	 20º NARROW
40	 40º WIDE

Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V 1	 �60W/4517 
LUMENS

2	 �28W/2100 
LUMENS

S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
PCLF	 �BUTTON PHOTOCONTROL 

& IN-LINE FUSE 

180˚

5167

6200

4133

3100

2067

1033

0

1033

2067

3100

4133

5167

6200

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

12,500

15,000

10,000

7,500

5,000

2,500

0

2,500

5,000

7,500

10,000

12,500

15,000

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

10

Anchor Plate, Bolt Pattern

Turbo Light Column

TURBO LIGHT COLUMN

TURBO LIGHT COLUMN

TURBO LIGHT COLUMN 40° 
LOW OUTPUT
Total Lumen Output:	 2100
Total Power:	 28
Luminaire Efficacy:	 75
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U2-G0

TURBO LIGHT COLUMN 20° 
HIGH OUTPUT
Total Lumen Output:	 4517
Total Power:	 60.4
Luminaire Efficacy:	 75
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U2-G0
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Turbo Light Column and Turbo Bollard shown in charcoal

TURBO
LIGHT COLUMN



Turbo Bollard shown in bronze

TURBO BOLLARD AND PATH



DELIVERED LUMENS Bollard: 2045	 |	 Path: 1053

WATTS Bollard: 26.3	 |	 Path: 16.3

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection or 12V.

Path: 12V (transformer sold separately; see pg. 14)

SECONDARY SURGE 
PROTECTOR

10kA, 120-277V (Bollard only)

DIMMING Bollard: 0-10, ELV	 |	 Path: MLV

LIGHT DISTRIBUTION Symmetric

OPTICS 20º and 40º (Bollard only)

MOUNTING OPTIONS Bollard: Bolt	 |	 Path: Bolt or Stake

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse

CCT
Bollard: 3000K or 4000K

Path: 2700K or 3000K

CRI 80+

COLOR BINNING 3-step

BUG RATING Bollard: B1-U2-G0	 |	 Path: B1-U2-G0

DARK SKY Compliant (down light)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bollard: 18.3 lbs.	 |	 Path: 10.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Turbo outdoor LED Bollard and Path light feature a clean, cylindrical 

silhouette highlighted with decorative fins evenly spaced around the 

circumference which create beautiful geometric light distribution when 

illuminated by the powerful LED light source shining down from the 

crown. The Bollard offers two optional beam spreads, 20° and 40°,  

to tailor the installation to each unique setting.

SPECIFICATIONS

TURBO BOLLARD
shown in black

TURBO PATH
shown in charcoal

Bolt Mounting Stake Mounting 
(path only)

TURBO
BOLLARD AND PATH



3.9"
99 mm

2.6"
66 mm

6"
152 mm

6"
152 mm

10.9"
277 mm

13.5"
343 mm

3.9"
99 mm

40.9"
1039 mm

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH & 12V BOLLARD ONLY.

700OBTUR CRI/CCT LENGTH BEAM SPREAD LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 �80 CRI, 
3000K

840	 �80 CRI, 
4000K

42	 42" 20	 20º NARROW
40	 40º WIDE

C	 FLAT CLEAR B	 BLACK
Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V
12	 12V**

S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL*
LF	 IN-LINE FUSE*
PCLF	 �BUTTON PHOTOCONTROL 

& IN-LINE FUSE *

*FOR USE ONLY IN 120V-277V VERSION.
**12V TRANSFORMER ORDERED SEPARATELY.

700OATUR CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K

12	 12" D	 DIFFUSE B	 BLACK
Z	 BRONZE
H	 CHARCOAL

12	 12V S	 SYMMETRIC 	 CONCRETE MOUNT
ST	 �STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

180˚

5167

6200

4133

3100

2067

1033

0

1033

2067

3100

4133

5167

6200

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

12,500

15,000

10,000

7,500

5,000

2,500

0

2,500

5,000

7,500

10,000

12,500

15,000

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

2500

3000

2000

1500

1000

500

0

500

1000

1500

2000

2500

3000

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚
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TURBO BOLLARD AND PATH

Turbo Bollard Turbo Path

TURBO BOLLARD 40° 
HIGH OUTPUT
Total Lumen Output:	 2045
Total Power:	 26.3
Luminaire Efficacy:	 77.6
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U2-G0

TURBO PATH 20°
Total Lumen Output:	 1053
Total Power:	 16.3
Luminaire Efficacy:	 64.4
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

TURBO BOLLARD 20°
HIGH OUTPUT
Total Lumen Output:	 2045
Total Power:	 26.3
Luminaire Efficacy:	 77.6
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U2-G0

12V AC TRANSFORMERS*
(OUTDOOR RATED, ORDERED SEPARATELY)

TURBO BOLLARD

TURBO PATH*
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Turbo Bollard shown in charcoal

TURBO
BOLLARD AND PATH



Turbo Wall shown in bronze

TURBO WALL



DELIVERED LUMENS 598

WATTS 15.7

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

OPTICS 40º

MOUNTING OPTIONS 3-Position Variable Height

PERFORMANCE OPTIONS Surge Protector

CCT 3000K or 4000K

CRI 80+

COLOR BINNING 3-step

BUG RATING B1-U2-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT 8.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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Offering an inviting and open cylindrical silhouette with decorative fins 

evenly spaced around the circumference, the Turbo LED Wall sconce 

adds a modern aesthetic to any facade. The Turbo Wall sconce creates 

beautiful geometric forms of light when illuminated by the powerful LED 

light source shining down from the crown. Mounting options enable the 

fixture to be mounted in three different height positions relative to the 

back-plate position to meet a variety of installation needs and aesthetic 

preferences. (See page 19 for illustration)

SPECIFICATIONS

TURBO
shown in black

TURBO
shown in charcoal

TURBO
WALL



6.5"
165 mm

9"
229 mm

5.6"
142 mm

6.5"
165 mm

18"
457 mm

180˚

1750

2100

1400

1050

700

350

0

350

700

1050

1400

1750

2100

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

700OWTUR CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

18	 18" C	 �CLEAR FLAT B	 BLACK
Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
SP	 SURGE PROTECTION

18

Turbo Wall

TURBO WALL

TURBO WALL
Total Lumen Output:	 598
Total Power:	 15.7
Luminaire Efficacy:	 37.8
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U2-G0

TURBO WALL
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Integrated height adjustment system allows you to customize the fixture position; low, mid or high.

Turbo Wall shown in bronze

TURBO
WALL



Revel Path shown in bronze

REVEL BOLLARD AND PATH



DELIVERED LUMENS Bollard: 125.2	 |	 Path: 122.1

WATTS Bollard: 18.9	 |	 Path: 17.6

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection

Path: 12V (transformer sold separately; see pg. 22)

SECONDARY SURGE 
PROTECTOR

10kA (Bollard only)

DIMMING Bollard: 0-10, ELV	 |	 Path: MLV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Bollard: Bolt	 |	 Path: Bolt or Stake

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse (Bollard only)

CCT 3000K or 4000K (Bollard only)

CRI 80+

COLOR BINNING 3-step

BUG RATING Bollard: B0-U2-G0	 |	 Path: B0-U2-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bollard: 10.1 lbs.	 |	 Path: 3.3 lbs.

*Visit techlighting.com for specific warranty details.
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The uniquely modern Revel outdoor Bollard and Path lights 

feature a sleek metal surface that is laser-cut with horizontal 

slots which allow the LED light to shine through an inner white 

diffuser. The subtle, ambient glow enhances way-finding on 

paths or in landscape applications.

SPECIFICATIONS

REVEL BOLLARD
shown in charcoal

REVEL PATH
shown in bronze

REVEL
BOLLARD AND PATH

Bolt Mounting Stake Mounting 
(path only)



42"
1067 mm

8"
203 mm

6"
152 mm

4"
102 mm

6"
152 mm

4"
102 mm

180˚

21

25

17

13

8

4

0
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170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

REVEL BOLLARD
Total Lumen Output:	 125.2
Total Power:	 18.9
Luminaire Efficacy:	 6.6
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U2-G0

180˚

17

20
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10
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3

0

3
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170˚ 160˚ 150˚ 140˚

130˚
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100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

REVEL PATH
Total Lumen Output:	 122.1
Total Power:	 17.6
Luminaire Efficacy:	 6.9
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U2-G0

700OBRVL CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

42	 42" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE 

700OARVL CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K 8	 8" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

12	 12V S	 SYMMETRIC 	 CONCRETE MOUNT
ST	 �STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY.

22

REVEL BOLLARD AND PATH

Revel Bollard Revel Path

REVEL BOLLARD

REVEL PATH*

12V AC TRANSFORMERS*
(OUTDOOR RATED, ORDERED SEPARATELY)
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Revel Path shown in bronze

Revel Path shown in bronze

REVEL
BOLLARD AND PATH



Voto Bollard shown in bronze

VOTO BOLLARD AND PATH



DELIVERED LUMENS Bollard: 683.1    |    Path: 418

WATTS Bollard: 14.9      |    Path: 12

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection (driver), or 12V.

Path: 12V (transformer sold separately; see pg. 26)

SECONDARY SURGE 
PROTECTOR

10kA, 120-277V  (Bollard only)

DIMMING Bollard: 0-10, ELV    |    Path: MLV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Bollard: Bolt    |    Path: Bolt or Stake

PERFORMANCE OPTIONS Photocontrol

CCT 2700K, 3000K or 4000K

CRI Bollard: 80+    |    Path: 90+

COLOR BINNING 3-step

BUG RATING Bollard: B0-U2-G1    |    Path: B0-U2-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bollard: 8.6 lbs.    |    Path: 2.8 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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Simple elegance is taken to a whole new level with the 

Voto Bollard. A minimalist metal body contrasts with a 

symmetrical reveal cut from a solid piece of optically pure 

acrylic. Beautiful LED light pours from the bottom of the 

thick-cut acrylic to provide ample illumination.

VOTO BOLLARD
shown in charcoal

VOTO PATH
shown in bronze

SPECIFICATIONS

VOTO
BOLLARD AND PATH

Bolt Mounting Stake Mounting 
(path only)



1.3"
33 mm

4"
102 mm

18"
457 mm

3.5"
89 mm

4.1"
104 mm

4"
102 mm

180˚

233

280

187

140

93

47

0

47

93

140

187

233

280

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

5.1"
130 mm

3.9"
99 mm

7.2"
183 mm

42"
1067 mm

6.3"
160 mm

700OBVOT CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K
840	 80 CRI, 4000K

42	 42" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V
12	 12V*

S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL

*12V TRANSFORMER ORDERED SEPARATELY.

700OAVOT CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 90 CRI, 2700K
930	 90 CRI, 3000K

18	 18" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

12	 12V S	 SYMMETRIC 	 CONCRETE MOUNT
ST	 STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH & 12V BOLLARD ONLY.
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VOTO BOLLARD AND PATH

Voto Bollard Voto Path

VOTO BOLLARD
Total Lumen Output:	 683.1
Total Power:	 14.9
Luminaire Efficacy:	 45.5
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U2-G1

VOTO PATH
Total Lumen Output:	 418
Total Power:	 12
Luminaire Efficacy:	 35
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U2-G0

VOTO BOLLARD

VOTO PATH*

12V AC TRANSFORMERS* 
(OUTDOOR RATED)
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Voto Bollard shown in bronze  |  Voto 8 Wall shown in bronze

Voto Path shown in bronze

VOTO
BOLLARD AND PATH



Voto 6 Wall shown in bronze

VOTO 6/8 WALL



DELIVERED LUMENS

Voto 6 Up/Down Light: 909.1

Voto 6 Down Light: 538.2

Voto 8 Up/Down Light: 1394

Voto 8 Down Light: 672.5

WATTS

Voto 6 Up/Down Light: 19.9W

Voto 6 Down Light: 11.5W

Voto 8 Up/Down Light: 27.8W

Voto 8 Down Light: 14.2W

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric Up/Down Lighting, or Down Only

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS Surge Protector

CCT 2700K, 3000K or 4000K

CRI 80+

COLOR BINNING 3-step

BUG RATING

Voto 6 Up/Down Light: B0-U3-G1

Voto 6 Down Light: B0-U2-G0

Voto 8 Up/Down Light: B0-U4-G1 

Voto 8 Down Light: B0-U2-G1

DARK SKY Compliant (down light only)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Voto 6: 7.2 lbs.    |    Voto 8: 9.6 lbs.

*Visit techlighting.com for specific warranty details.
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VOTO 8
up/down

shown in charcoal

VOTO 6
up/down

shown in charcoal

VOTO 8
down or up only
shown in bronze

VOTO 6
down or up only
shown in bronze

In dramatic contrast to the die-cast metal body, two symmetrical 

reveals cut from a solid piece of optically pure acrylic adorn the 

top and bottom of the Voto Wall sconce. Beautiful LED light pours 

from the top and bottom of the thick-cut acrylic to provide ample 

illumination. Also available as down light only to meet the needs of 

all outdoor applications.

VOTO
6/8 WALL

SPECIFICATIONS



3.2"
81 mm

5.5"
140 mm

5.9"
150 mm

6.4"
163 mm

3.2"
81 mm

5.5"
140 mm

5.9"
150 mm

6.4"
163 mm

4.1"
104 mm

6.7"
170 mm

7.5"
191 mm

8.3"
211 mm

4.1"
104 mm

6.7"
170 mm

7.5"
191 mm

8.3"
211 mm

700OWVOT CRI/CCT LENGTH FINISH FUNCTION* VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K
840	 80 CRI, 4000K

6	 6"
8	 8"

Z	 BRONZE
H	 CHARCOAL

DO	 �DOWN LIGHT ONLY
UD	 UP/DOWN LIGHT

UNV	 120V–277V S	 SYMMETRIC 	 NONE
SP	 SURGE PROTECTION

*DOWN LIGHT: 9W/850 LUMENS; UP & DOWN LIGHT: 18W/1500 LUMENS
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VOTO 6/8 WALL

Voto 6 
Up/Down

Voto 6 
Down Only

Voto 8 
Up/Down

Voto 8 
Down Only

VOTO 6 - UP/DOWN
Total Lumen Output:	 909.1
Total Power:	 19.9
Luminaire Efficacy:	 45.6
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

VOTO 8 - UP/DOWN
Total Lumen Output:	 1394
Total Power:	 27.8
Luminaire Efficacy:	 50
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U4-G1

VOTO 6 DOWN
Total Lumen Output:	 538.2
Total Power:	 11.5
Luminaire Efficacy:	 46.6
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U3-G0

VOTO 8 DOWN
Total Lumen Output:	 672.5
Total Power:	 14.2
Luminaire Efficacy:	 47
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U2-G1

VOTO WALL
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Voto 8 Wall shown in bronze

VOTO
6/8 WALL



Zur Path and Wall shown in bronze

ZUR BOLLARD AND PATH



Head pivots 300°

Head pivots 300°

DELIVERED LUMENS
Bollard: 45º: 1878, 0º: 1131, 920 (12V)

Path: 45º: 604, 0º: 188

WATTS Bollard: 20 or 15    |    Path: 9

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection or 12V.

Path: 12V (transformer sold separately; see pg. 34)

SECONDARY SURGE 
PROTECTOR

10kA, 120-277V (Bollard only)

DIMMING Bollard: 0-10, ELV    |    Path: MLV

LIGHT DISTRIBUTION Adjustable

OPTICS 40º (2)

MOUNTING OPTIONS** Bollard: Bolt    |    Path: Bolt or Stake

ADJUSTABILITY Head pivots 300º

PERFORMANCE OPTIONS In-Line Fuse

CCT 2700K, 3000K or 4000K

CRI Bollard: 80+    |    Path: 90+

COLOR BINNING 3-step

BUG RATING
Bollard: 45º: B0-U2-G1, 0º: B1-U1-G0

Path: 45º: B0-U1-G1, 0º: B0-U1-G0

DARK SKY Compliant (aimed down)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT
Bollard 42: 28 lbs.    |    Bollard 30: 21.6 lbs.

Path: 14 lbs.

*Visit techlighting.com for specific warranty limitations and details. 
**Bollard base not suitable for branch circuit through wiring.
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ZUR BOLLARD
shown in black

ZUR PATH
shown in bronze

Exhibiting a refined and unadorned minimalist aesthetic, the Zur Bollard 

and Path lights feature an innovative 300° pivot design that aims light 

precisely for way-finding, architectural accents or landscape illumination. 

Zur Bollards and Path lights blend seamlessly into contemporary 

architecture and landscapes while providing efficient LED illumination. 

ZUR
BOLLARD AND PATH

SPECIFICATIONS

Bolt Mounting Stake Mounting 
(path only)
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7.2"
183 mm

18"
457 mm

3.5"
89 mm

700OAZUR CRI/CCT LENGTH FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 90 CRI, 2700K
930	 90 CRI, 3000K

18	 18" Z	 BRONZE
B	 BLACK

12	 12V A	 ADJUSTABLE 	 CONCRETE MOUNT
ST	 STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

700OBZUR CRI/CCT LENGTH FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 �80 CRI, 
2700K

830	 �80 CRI, 
3000K

840	 �80 CRI, 
4000K

30	 30"
42	 42"

Z	 BRONZE
B	 BLACK

UNV	 120V–277V
12	 12V**

A	 ADJUSTABLE 	 NONE
LF	 IN-LINE FUSE*

*IN-LINE FUSE FOR USE ONLY IN 120V-277V VERSION.
**12V TRANSFORMER ORDERED SEPARATELY.

ITEM DESCRIPTION HOUSING DIMMING

700OT150T

700OT300T

OTDR, MAGNETIC, 
150W, 120V
OTDR, MAGNETIC, 
300W, 120V

STAINLESS STEEL

STAINLESS STEEL

MAGNETIC

MAGNETIC

*PATH & 12V BOLLARD ONLY.
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Zur Bollard 42"

Zur Bollard 30"

Zur Path

ZUR 30 BOLLARD - 0°
Total Lumen Output:	 1131
Total Power:	 20
Luminaire Efficacy:	 57
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U1-G0

ZUR 42 BOLLARD - 0°
Total Lumen Output:	 1131
Total Power:	 20
Luminaire Efficacy:	 57
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U1-G0

ZUR 30 BOLLARD - 45°
Total Lumen Output:	 1878
Total Power:	 20
Luminaire Efficacy:	 95
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U2-G1

ZUR PATH 20° - 0°
Total Lumen Output:	 188
Total Power:	 9.4
Luminaire Efficacy:	 20
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U1-G0

ZUR 42 BOLLARD - 45°
Total Lumen Output:	 1878
Total Power:	 20
Luminaire Efficacy:	 95
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U2-G1

ZUR PATH 20° - 45°
Total Lumen Output:	 604
Total Power:	 9.4
Luminaire Efficacy:	 64
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U1-G1

ZUR BOLLARD AND PATH

ZUR BOLLARD

ZUR PATH*

12V AC TRANSFORMERS* 
(OUTDOOR RATED)
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Zur Bollard shown in bronze

ZUR
BOLLARD AND PATH



Zur 18 Wall shown in bronze

ZUR 12/18/24 WALL



DELIVERED LUMENS

Zur 12: 45º: 891, 0º: 660

Zur 18: 45º: 1613, 0º: 910

Zur 24: 45º: 1613, 0º: 910

WATTS

Zur 12: 12

Zur 18: 20

Zur 24: 20

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Adjustable

OPTICS 40º (2)

MOUNTING OPTIONS Wall

ADJUSTABILITY Head pivots 240º

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse 

CCT 2700K, 3000K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING

Zur 12: 45º: B0-U1-G1, 0º: B1-U0-G0

Zur 18: 45º B0-U1-G1, 0º: B1-U0-G0

Zur 24: 45º: B0-U1-G1, 0º: B1-U0-G0

DARK SKY Compliant (aimed down)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance  

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT

Zur 12: 10 lbs.

Zur 18: 16.1 lbs.

Zur 20: 20 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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As with Zur Bollards and Path lights, the Zur outdoor wall sconce 

features an innovative 240° pivot design that aims light precisely 

for way finding and general illumination. The refined, unadorned 

minimalism of the Zur wall sconce allows it to become an ideal 

complement to contemporary architecture. 

ZUR 24 
shown in black

ZUR 12
shown in bronze

ZUR 18
shown in bronze

ZUR
12/18/24 WALL

Head pivots 240°

Head pivots 240°

Head pivots 240°

SPECIFICATIONS



12"
305 mm

3.9"
99 mm

9"
229 mm

3.9"
99 mm

5.5"
140 mm

3.9"
99 mm

4.8"
122 mm

6.1"
155 mm

24"
610 mm

5.5"
140 mm

4.7"
119 mm

7.7"
196 mm

15"
381 mm

5.5"
140 mm

3.5"
89 mm

7.7"
196 mm

11"
279 mm

5.5"
140 mm

12"
305 mm

3.9"
99 mm

9"
229 mm

3.9"
99 mm

5.5"
140 mm

3.9"
99 mm

4.8"
122 mm

6.1"
155 mm

24"
610 mm

5.5"
140 mm

4.7"
119 mm

7.7"
196 mm

15"
381 mm

5.5"
140 mm

3.5"
89 mm

7.7"
196 mm

11"
279 mm

5.5"
140 mm

12"
305 mm

3.9"
99 mm

9"
229 mm

3.9"
99 mm

5.5"
140 mm

3.9"
99 mm

4.8"
122 mm

6.1"
155 mm

24"
610 mm

5.5"
140 mm

4.7"
119 mm

7.7"
196 mm

15"
381 mm

5.5"
140 mm

3.5"
89 mm

7.7"
196 mm

11"
279 mm

5.5"
140 mm

240º

700OWZUR CRI/CCT LENGTH FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 �90 CRI, 2700K
930	 �90 CRI, 3000K
940	 �90 CRI, 4000K

12	 12"
18	 18"
24	 24"

Z	 BRONZE
B	 BLACK

UNV	 120V–277V A	 ADJUSTABLE 	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
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ZUR 12/18/24 WALL

ZUR 12 WALL - 0°
Total Lumen Output:	 660
Total Power:	 11.4
Luminaire Efficacy:	 58
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

ZUR 24 WALL - 0°
Total Lumen Output:	 910
Total Power:	 20.4
Luminaire Efficacy:	 44
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

ZUR 12 WALL - 45°
Total Lumen Output:	 891
Total Power:	 11.4
Luminaire Efficacy:	 78
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B0-U1-G1

ZUR 18 WALL - 0°
Total Lumen Output:	 910
Total Power:	 20.4
Luminaire Efficacy:	 79
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

ZUR 18 & 24 WALL - 45°
Total Lumen Output:	 1613
Total Power:	 20.4
Luminaire Efficacy:	 79
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B0-U1-G1

Zur 12

Zur 18

Zur 24 Head Rotation

ZUR WALL
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Zur 18 Wall shown in bronze

ZUR
12/18/24 WALL



Syntra Path and Bollard shown in bronze

SYNTRA BOLLARD AND PATH



DELIVERED LUMENS Bollard: 578     |    Path: 256

WATTS Bollard: 28.9    |    Path: 12.8

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection.

Path: 12V (transformer sold separately; see pg. 42)

SECONDARY SURGE 
PROTECTOR

10kA, 120-277V  (Bollard only)

DIMMING Bollard: 0-10, ELV    |    Path: MLV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Bollard: Bolt    |    Path: Bolt or Stake

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse

CCT 3000K or 4000K (Bollard only)

CRI 80+

COLOR BINNING 3-step

BUG RATING Bollard: B0-U1-G0    |   Path: B0-U1-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bollard: 29.2 lbs.     |    Path: 14.8 lbs.

*Visit techlighting.com for specific warranty details.
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Exhibiting a modern, Zen-like design approach, the Syntra 

outdoor Bollard and Path light blend seamlessly into 

contemporary architecture and landscapes. The symmetric down 

lighting provides abundant outdoor illumination and the clean, 

angular aesthetic maintains an understated elegance.

SYNTRA BOLLARD
shown in charcoal

SYNTRA PATH
shown in bronze

SYNTRA
BOLLARD AND PATH

SPECIFICATIONS

Bolt Mounting Stake Mounting 
(path only)
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700OBSYN CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

42	 42" C	 FLAT CLEAR Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL*
LF	 IN-LINE FUSE*
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE*

*FOR USE ONLY IN 120V-277V VERSION.

700OASYN CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K 18	 18" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

12	 12V S	 SYMMETRIC 	 CONCRETE MOUNT
ST	 �STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY.
8"

203 mm
7.2"

183 mm
8"

203 mm
7.2"

183 mm

18"
457 mm

42"
1067 mm

42

SYNTRA BOLLARD AND PATH

SYNTRA BOLLARD
Total Lumen Output:	 578
Total Power:	 28.9
Luminaire Efficacy:	 19.9
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U1-G0

SYNTRA PATH
Total Lumen Output:	 256
Total Power:	 12.8
Luminaire Efficacy:	 19.8
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U1-G0

Syntra Bollard Syntra Path

12V AC TRANSFORMERS* 
(OUTDOOR RATED)

SYNTRA BOLLARD

SYNTRA PATH*
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Syntra Path shown in bronze

SYNTRA
BOLLARD AND PATH

Syntra Bollard shown in bronze



Strut Bollard shown in charcoal

STRUT BOLLARD AND PATH



DELIVERED LUMENS Bollard: 1312     |    Path: 693

WATTS Bollard: 19.3      |    Path: 15

VOLTAGE

Bollard: �120V-277V, with integral transient 2.5kV 

surge protection.

Path: 12V (transformer sold separately; see pg. 46)

SECONDARY SURGE 
PROTECTOR

10kA, 120-277V (Bollard only)

DIMMING Bollard: 0-10, ELV    |    Path: MLV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS** Bollard: Bolt    |    Path: Bolt or Stake

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse

CCT 2700K, 3000K or 4000K

CRI Bollard: 80+    |    Path: 90+

COLOR BINNING 3-step

BUG RATING Bollard: B1-U1-G1      |    Path: B0-U1-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bollard: 7.5 lbs.     |    Path: 4 lbs.

*Visit techlighting.com for specific warranty details.
**Bollard base not suitable for branch circuit through wiring.
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The Strut LED Bollard and Path light exemplify the epitome 

of modern, minimalist aesthetics. The clean lines and modern 

design can effortlessly disappear into the setting or be 

positioned to make a bold statement. A singular line of LED 

down light with wide, Type II distribution is ideal for outdoor path 

and campus illumination.

STRUT BOLLARD
shown in black

STRUT PATH
shown in bronze

STRUT
BOLLARD AND PATH

SPECIFICATIONS

Bolt Mounting Stake Mounting 
(path only)



1.3"
33 mm

42"
1067 mm

8.5"
216 mm

7.2"
183 mm

5.1"
130 mm

4"
102 mm

1.5"
38 mm

1.3"
33 mm

4"
102 mm

1.5"
38 mm

18"
457 mm

6.5"
165 mm

700OASTR CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 90 CRI, 2700K
930	 90 CRI, 3000K

18	 18" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL
B	 BLACK

12	 12V S	 SYMMETRIC 	 CONCRETE MOUNT
ST	 STAKE MOUNTING KIT

*12V TRANSFORMER ORDERED SEPARATELY.

180˚

475

570

380

285

190

95

0

95

190

285

380

475

570

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

700OBSTR CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K
840	 80 CRI, 4000K

42	 42" C	 FLAT CLEAR B	 BLACK
Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V 2	 �TYPE 2 
DISTRIBUTION

	 NONE
PC	 �BUTTON PHOTOCONTROL*
LF	 IN-LINE FUSE*
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE*

*FOR USE ONLY IN 120V-277V VERSION.

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

OTDR, MAGNETIC, 150W, 120V
OTDR, MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY.

180˚

250

300

200

150

100

50

0

50

100

150

200

250

300

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚
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STRUT BOLLARD AND PATH

STRUT BOLLARD
Total Lumen Output:	 1312
Total Power:	 19.3
Luminaire Efficacy:	 67.7
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U1-G1

STRUT PATH
Total Lumen Output:	 693
Total Power:	 14.6
Luminaire Efficacy:	 47
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U1-G0

12V AC TRANSFORMERS* 
(OUTDOOR RATED)

Strut Bollard Strut Path

STRUT BOLLARD

STRUT PATH*
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Strut Bollard shown in bronze

Strut Path shown in charcoal

STRUT
BOLLARD AND PATH



Mode Single Ceiling and Mode Split Pathway shown in charcoal  
Strut Bollard shown in charcoal

MODE SINGLE WALL/CEILING/PATHWAY



DELIVERED LUMENS 780

WATTS 8.6

VOLTAGE 12V (transformer sold separately)

DIMMING MLV

LIGHT DISTRIBUTION Symmetric

OPTICS 20º, 30º, 40º and 60º

MOUNTING OPTIONS Bolt or Stake

CCT 2700K, 3000K, 3500K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B1-U0-G0 (20º optic)

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 50,000 Hours

WARRANTY* 5 years

WEIGHT 2.6 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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MODE SINGLE PATH/FLOOD
shown in charcoal

The Mode Single outdoor LED flood/accent light features a 

minimalist tubular profile with 185° tilt adjustment and 359° 

rotation for maximum aiming flexibility. Mode Single allows accent 

and way-finding with wall, ceiling or path installation options.

MODE SINGLE WALL/CEILING
shown in bronze

MODE SINGLE
WALL/CEILING/PATHWAY

SPECIFICATIONS

Bolt Mounting 
(path only)

Stake Mounting 
(path only)



2"
51 mm

6"
152 mm

1"
25 mm

LENGTH
(A)

LENGTH
(A)

3.8"
97 mm

2"
51 mm

6"
152 mm 2"

51 mm

1"
25 mm

6"
152 mm

6"
152 mm

LENGTH
(A)

LENGTH
(A)

3.8"
97 mm

2"
51 mm

180˚

1750

2100

1400

1050

700

350

0

350

700

1050

1400

1750

2100

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

1667

2000

1333

1000

667

333

0

333

667

1000

1333

1667

2000

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

1333

1600

1067

800

533

267

0

267

533

800

1067

1333

1600

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

633

760

507

380

253

127

0

127

253

380

507

633

760

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

700OAMDES CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

9	 9"
13	 13"
19	 19"
25	 25"

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

12	 12 VOLT* 	 CONCRETE MOUNT
ST	 STAKE MOUNT

*REQUIRES 12V REMOTE TRANSFORMER

700OWMDES CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

9	 9"
13	 13"
19	 19"
25	 25" (CEILING ONLY)

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

UNV	 120V-277V

50

MODE SINGLE WALL/CEILING/PATHWAY

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

MAGNETIC, 150W, 120V
MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY

12V AC TRANSFORMERS* 
(OUTDOOR RATED, ORDERED SEPARATELY)

MODE 20° SINGLE
Total Lumen Output:	 652
Total Power:	 8.6
Luminaire Efficacy:	 76
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

MODE 30° SINGLE
Total Lumen Output:	711
Total Power:	 8.6
Luminaire Efficacy:	 83
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

MODE 40° SINGLE
Total Lumen Output:	780
Total Power:	 8.6
Luminaire Efficacy:	 90
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

MODE 60° SINGLE
Total Lumen Output:	724
Total Power:	 8.6
Luminaire Efficacy:	 84
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-U0

Single Path/Flood Single Wall/Ceiling

MODE SINGLE PATH/FLOOD

MODE SINGLE WALL/CEILING
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Mode Single Path shown in charcoal

MODE SINGLE
WALL/CEILING/PATHWAY



Mode Split Path shown in charcoal

MODE SPLIT WALL/CEILING/PATHWAY



DELIVERED LUMENS 1235

WATTS 16.2

VOLTAGE 12V (transformer sold separately)

DIMMING MLV

LIGHT DISTRIBUTION Symmetric

OPTICS 20º, 30º, 40º and 60º

MOUNTING OPTIONS Bolt or Stake

CCT 2700K, 3000K, 3500K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B1-U0-G0 (20º optic)

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 50,000 Hours

WARRANTY* 5 years

WEIGHT 4.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Mode Split outdoor LED path light features a minimalist tubular 

profile with a unique “split” design that features 2 semi-circular 

arms that can be aimed together or independently for maximum 

flexibility.  Featuring 185° tilt adjustment and 359° rotation, Mode 

Split allows accent and way-finding with wall, ceiling or path 

installation options.

MODE SPLIT PATH/FLOOD
shown in charcoal

MODE SPLIT WALL/CEILING
shown in bronze

MODE SPLIT
WALL/CEILING/PATHWAY

SPECIFICATIONS

Bolt Mounting 
(path only)

Stake Mounting 
(path only)



3"
76 mm

6"
152 mm

1"
25 mm

1"
25 mm

3.2"
81 mm

1.9"
48 mm

LENGTH
(A)

1"
25 mm

1.9"
48 mm

6"
152 mm

1"
25 mm

3.2"
81 mm

LENGTH
(A)

180˚

2583

3100

2067

1550

1033

517

0

517

1033

1550

2067

2583

3100

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

2833

3400

2267

1700

1133

567

0

567

1133

1700

2267

2833

3400

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

2083

2500

1667

1250

833

417

0

417

833

1250

1667

2083

2500

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

2167

2600

1733

1300

867

433

0

433

867

1300

1733

2167

2600

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

MAGNETIC, 150W, 120V
MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY

700OAMDED CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

10	 10"
14	 14"
20	 20"
26	 26"

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

12	 12 VOLT* 	 CONCRETE MOUNT
ST	 STAKE MOUNT

*REQUIRES 12V REMOTE TRANSFORMER

700OWMDED CRI COLOR TEMPERATURE LENGTH (A) BEAM SPREAD FINISH INPUT VOLTAGE

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

10	 10"
14	 14"
20	 20"
26	 26" (CEILING ONLY)

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

UNV	 120V-277V

54

MODE SPLIT WALL/CEILING/PATHWAY

12V AC TRANSFORMERS* 
(OUTDOOR RATED, ORDERED SEPARATELY)

MODE 20° SPLIT
Total Lumen Output:	 997
Total Power:	 16.2
Luminaire Efficacy:	 62
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

MODE 30° SPLIT
Total Lumen Output:	 1092
Total Power:	 16.2
Luminaire Efficacy:	 67
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B2-U0-G0

MODE 40° SPLIT
Total Lumen Output:	 1173
Total Power:	 16.2
Luminaire Efficacy:	 72
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B2-U0-G0

MODE 60° SPLIT
Total Lumen Output:	 1235
Total Power:	 16.2
Luminaire Efficacy:	 76
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B2-U1-G0

Split Path/Flood Split Wall/Ceiling

MODE SPLIT PATH/FLOOD

MODE SPLIT WALL/CEILING



techlighting.com 55

Mode Split Path shown in charcoal

MODE SPLIT
WALL/CEILING/PATHWAY



Mode Dual Wall shown in charcoal

MODE DUAL WALL/CEILING/PATHWAY



DELIVERED LUMENS 1560

WATTS 17.2

VOLTAGE 12V (transformer sold separately)

DIMMING MLV

LIGHT DISTRIBUTION Symmetric

OPTICS 20º, 30º, 40º and 60º

MOUNTING OPTIONS Bolt or Stake

CCT 2700K, 3000K, 3500K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B1-U0-G0 (20º Optic)

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 50,000 Hours

WARRANTY* 5 years

WEIGHT 5.2 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Mode Dual outdoor LED flood/accent light features a minimalist 

tubular profile with two powerful light sources, both with 185° tilt 

adjustment and 359° rotation for maximum aiming flexibility.  

Mode Dual allows same-plane illumination when either ceiling or  

wall mounted, ideal for accenting signage or landscape features.  

Also available for path installation with bolt or stake mounting options.

MODE DUAL PATH/FLOOD
shown in bronze

MODE DUAL WALL 
shown in charcoal

MODE DUAL CEILING
shown in charcoal

MODE DUAL
WALL/CEILING/PATHWAY

SPECIFICATIONS

Bolt Mounting 
(path only)

Stake Mounting 
(path only)



3.8"
97 mm

2"
51 mm

WIDTH (B)

6"
152 mm

LENGTH
(A)

WIDTH
(B)

6"
152 mm

3.8"
97 mm

2"
51 mm

6"
152 mm

WIDTH (B)

LENGTH
(A)

WIDTH
(B)

6"
152 mm

180˚

1750

2100

1400

1050

700

350

0

350

700

1050

1400

1750

2100

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

1667

2000

1333

1000

667

333

0

333

667

1000

1333

1667

2000

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

1333

1600

1067

800

533

267

0

267

533

800

1067

1333

1600

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

180˚

633

760

507

380

253

127

0

127

253

380

507

633

760

170˚ 160˚ 150˚ 140˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

40˚30˚20˚10˚0˚

700OAMDEA CRI COLOR TEMPERATURE LENGTH (A) WIDTH (B) BEAM SPREAD FINISH INPUT VOLTAGE OPTION

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

4	 4"
8	 8"
14	 14"
20	 20"

19	 19"
29	 29"

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

12	 12 VOLT* 	 CONCRETE MOUNT
ST	 STAKE MOUNT

*REQUIRES 12V REMOTE TRANSFORMER

700OWMDEA CRI COLOR TEMPERATURE LENGTH (A) WIDTH (B) BEAM SPREAD FINISH INPUT VOLTAGE

9	 90 CRI 27	 2700K
30	 3000K
35	 3500K
40	 4000K

4	 4"
8	 8"
14	 14"
20	 20" (CEILING ONLY)

19	 19"
29	 29"

20	 20º
30	 30º
40	 40º
60	 60º

Z	 BRONZE
H	 CHARCOAL

UNV	 120V-277V

ITEM DESCRIPTION HOUSING DIMMING

700OT150T
700OT300T

MAGNETIC, 150W, 120V
MAGNETIC, 300W, 120V

STAINLESS STEEL
STAINLESS STEEL

MAGNETIC
MAGNETIC

*PATH ONLY

58

MODE DUAL WALL/CEILING/PATHWAY

12V AC TRANSFORMERS* 
(OUTDOOR RATED, ORDERED SEPARATELY)

MODE 20° DUAL
Total Lumen Output:	 1304
Total Power:	 17.2
Luminaire Efficacy:	 76
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U0-G0

MODE 30° DUAL
Total Lumen Output:	 1422
Total Power:	 17.2
Luminaire Efficacy:	 83
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B2-U0-G0

MODE 40° DUAL
Total Lumen Output:	 1560
Total Power:	 17.2
Luminaire Efficacy:	 91
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B2-U0-G0

MODE 60° DUAL
Total Lumen Output:	 1448
Total Power:	 17.2
Luminaire Efficacy:	 84
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U1-G0

MODE DUAL PATH/FLOOD

MODE DUAL WALL/CEILING

Dual Path/Flood Dual Wall/Ceiling

LENGTH (A)
4	 4.4"
8	 8.4"
14	 14.4"
20	 20.4" 
	 (CEILING ONLY)

WIDTH (B)
19	 19.2"
29	 29.2"
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MODE DUAL
WALL/CEILING/PATHWAY

Mode Dual Path shown in bronze



Roton 18 Pendant shown in bronze

ROTON 12/18 PENDANT



DELIVERED LUMENS Roton 12: 1320     |    Roton 18: 2256

WATTS Roton 12: 21          |    Roton 18: 36

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV, Triac

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Ceiling

ADJUSTABILITY
Adjustable stem length (3", 6" and 12").  

Integrated ball joint that accommodates sloped 

ceiling up to 45º.

CCT 2700K, 3000K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B1-U2-G1

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Roton 12: 5.2 lbs.     |    Roton 18: 9.8 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Roton Pendant makes an impressive design  

statement in the simplicity and scale of its cylindrical 

geometry. Featuring an aluminum body and subtle  

diffuser, the Roton Pendant houses a powerful LED  

light source designed to deliver softly diffused down  

lighting for controlled and distinctive illumination. 

ROTON 12 
shown in bronze

ROTON 12 
shown in charcoal

ROTON 18 
shown in black

ROTON
12/18 PENDANT

SPECIFICATIONS



9.4" - 30.4"
239 - 772 mm

adjustable

10"
254 mm

12"
305 mm

6"
152 mm

4.7"
119 mm

6.9"
175 mm

12.6" - 33.6"
320 - 853 mm

adjustable

16"
406 mm

18"
457 mm

9"
229 mm

4.7"
119 mm

10.1"
257 mm

700OPROT CRI/CCT WIDTH FINISH VOLTAGE

927	 �90 CRI, 2700K
930	 90 CRI, 3000K
940	 90 CRI, 4000K

12	 12"
18	 18"

Z	 BRONZE
H	 CHARCOAL
B	 BLACK

UNV	 �120V-277V

RIGID STEM ONLY (ADJUSTABLE 3", 6" AND 12" LENGTHS)
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ROTON 12/18 PENDANT

ROTON 12 
Total Lumen Output:	 1320 
Total Power:	 21 
Luminaire Efficacy:	 63 
Color Temp:	 4000K 
CRI:	 90+ 
BUG Rating:	 B1-U2-G1

ROTON 18 
Total Lumen Output:	 2556 
Total Power:	 36 
Luminaire Efficacy:	 71 
Color Temp:	 4000K 
CRI:	 90+ 
BUG Rating:	 B1-U2-G1

Roton 12

Roton 18

ROTON PENDANT



techlighting.com 63

ROTON
12/18 PENDANT



Ash 12 Pendant shown in bronze with clear cylinder

ASH 12 PENDANT



DELIVERED LUMENS
619 or 1115 with clear cylinder  

400 or 863 with clear lens

WATTS 8 or 18

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Ceiling

ADJUSTABILITY
Adjustable stem length (3", 6" and 12").  

Integrated ball joint that accommodates sloped 

ceiling up to 45º.

CCT 2700K or 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B0-U1-G0

DARK SKY Compliant (lensed version only)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT 6.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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ASH 12
shown in bronze/clear lens

The Ash Pendant is a modern take on the classic 

industrial-style light fixture. The Ash features a 

sleek metal shade and either an acrylic diffuser that 

creates diffused light from under the shade creating 

an intriguing column of light, or a clear lens hidden 

within the shade for beautifully even LED illumination 

with minimal up light.   

ASH 12
shown in charcoal/clear cylinder

ASH
12 PENDANT

SPECIFICATIONS



1.6"
41 mm

6"
152 mm

12.5"
318 mm

36"
914 mm

adjustable

12.1"
307 mm

6.5"
165 mm
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700OPASH CRI/CCT LENS FINISH VOLTAGE

L927	 �LED LO-OUTPUT 90 CRI, 2700K
H927	 �LED HI-OUTPUT 90 CRI, 2700K
L930	 �LED LO-OUTPUT 90 CRI, 3000K
H930	 �LED HI-OUTPUT 90 CRI, 3000K

C	 CLEAR CYLINDER
D	 CLEAR LENS

Z	 BRONZE
H	 CHARCOAL

UNV	 �120V-277V

RIGID STEM ONLY (ADJUSTABLE 3", 6" AND 12" LENGTHS).
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ASH 12 PENDANT

ASH 12 WITH CYLINDER
Total Lumen Output:	 619
Total Power:	 8
Luminaire Efficacy:	 77
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U1-G0

Ash 12 Pendant

ASH 12 PENDANT



techlighting.com 67

ASH
12 PENDANT

Ash 12 Pendant shown in bronze with clear cylinder



Ash 8 Wall shown in bronze

ASH 8/10/12/16 WALL



DELIVERED LUMENS

Ash 8: 	� 591 or 1255 with clear cylinder  

567 or 1406 with clear lens

Ash 10: 	�529 or 1114 with clear cylinder  

381 or 675 with clear lens

Ash 12: 	�619 or 1115 with clear cylinder  

400 or 863 with clear lens

Ash 16: 	�591 or 1255 with clear cylinder  

567 or 1406 with clear lens

WATTS 8 or 18

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS Photocontrol/Surge Protector

CCT 2700K or 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING
Ash 8: B1-U1-G0	 |	 Ash 10: B1-U0-G0 

Ash 12: B0-U1-G0	 |	 Ash 16: B1-U0-G0

DARK SKY Compliant (lensed version only)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT
Ash 8: 3.5 lbs.	 |	 Ash 10: 3.5 lbs. 

Ash 12: 4 lbs.	 |	 Ash 16: 11 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Ash Wall sconce, as with the complementary Ash 

Pendant, is a modern take on the classic industrial-style light 

fixture. The Ash features a sleek metal shade and either an 

acrylic diffuser that creates diffused light from under the 

shade creating an intriguing column of light, or a clear lens 

hidden within the shade for beautifully even LED illumination 

with minimal up light.

ASH 16
shown in bronze/clear cylinder

ASH 12
shown in charcoal/clear lens

ASH 10
shown in bronze/clear lens

ASH 8
shown in charcoal/clear cylinder

ASH
8/10/12/16 WALL

SPECIFICATIONS



3.3"
84 mm

4.7"
119 mm

10.5"
267 mm

6.5"
165 mm

12.5"
318 mm

9.6"
244 mm

5.5"
140 mm

4"
102 mm

4.7"
119 mm

12.5"
318 mm

8"
203 mm

14.6"
371 mm

12.1"
307 mm

6.5"
165 mm

4"
102 mm

4.7"
119 mm

16"
406 mm

8"
203 mm

18.2"
462 mm

14.3"
363 mm

8"
203 mm

3.3"
84 mm

4.7"
119 mm

10.5"
267 mm

6.5"
165 mm

9.9"
251 mm

4.1"
104 mm

7.5"
191 mm
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700OWASH CRI/CCT LENGTH LENS FINISH VOLTAGE OPTIONS

L927	 �LED LO-OUTPUT 
90 CRI, 2700K

H927	 �LED HI-OUTPUT 
90 CRI, 2700K

L930	 �LED LO-OUTPUT 
90 CRI, 3000K

H930	 �LED HI-OUTPUT 
90 CRI, 3000K

8	 8"
10	 10"
12	 12"
16	 16"

C	 CLEAR CYLINDER
D	 CLEAR DOME

Z	 BRONZE
H	 CHARCOAL

UNV	 �120V-277V 	 NONE
PC	 BUTTON PHOTOCONTROL
SP	 SURGE PROTECTION
PCSP	 BUTTON PHOTOCONTROL & SURGE PROTECTION
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ASH 8/10/12/16 WALL

Ash 8 Ash 10

Ash 12
Ash 16

ASH 16 WITH CLEAR LENS
Total Lumen Output:	 1406
Total Power:	 18
Luminaire Efficacy:	 78
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U0-G0

ASH 12 WITH CLEAR CYLINDER
Total Lumen Output:	 619
Total Power:	 8
Luminaire Efficacy:	 77
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U1-G0

ASH 10 WITH CLEAR LENS
Total Lumen Output:	 381
Total Power:	 8
Luminaire Efficacy:	 48
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U0-G0

ASH 8 WITH CLEAR CYLINDER
Total Lumen Output:	 1189
Total Power:	 18
Luminaire Efficacy:	 66
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U1-G0

ASH WALL
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Ash 8 Wall shown in bronze

ASH
8/10/12/16 WALL



Bowman 18 Pendant shown in bronze 
3" Adjustable Downlight with Wood Ceiling option

BOWMAN 12/18 PENDANT



DELIVERED LUMENS Bowman 12: 1320     |    Bowman 18: 2556

WATTS Bowman 12: 21          |    Bowman 18: 36

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV, Triac

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Ceiling

ADJUSTABILITY
Adjustable stem length (3", 6" and 12").  

Integrated ball joint that accommodates sloped 

ceiling up to 45º.

CCT 2700K, 3000K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B1-U2-G1

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bowman 12: 5.2 lbs.     |    Bowman 18: 9.8 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The scale and classic profile of the Bowman Pendant make  

a strong design statement in both residential and commercial 

outdoor environments. Featuring an aluminum body and subtle 

diffuser, the Bowman Pendant houses a powerful LED light 

source designed to deliver softly diffused down lighting for 

controlled and distinctive illumination. 

BOWMAN 12 
shown in bronze

BOWMAN 18 
shown in charcoal

BOWMAN 12 
shown in black

BOWMAN
12/18 PENDANT

SPECIFICATIONS



13" - 34"
330 - 864 mm

adjustable

10"
254 mm

12.6"
320 mm

10.6"
269 mm

4.7"
119 mm

11.5"
292 mm

17" - 39"
432 - 991 mm

adjustable

16"
406 mm

18.7"
475 mm

15.4"
391 mm

4.7"
119 mm

16.5"
419 mm

700OPBOW CRI/CCT WIDTH FINISH VOLTAGE

927	 �90 CRI, 2700K
930	 90 CRI, 3000K
940	 90 CRI, 4000K

12	 12"
18	 18"

Z	 BRONZE
H	 CHARCOAL
B	 BLACK

UNV	 �120V-277V

RIGID STEM ONLY (ADJUSTABLE 3", 6" AND 12" LENGTHS)
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BOWMAN 12/18 PENDANT

Bowman 12

Bowman 18

BOWMAN 18 
Total Lumen Output:	 2556 
Total Power:	 36 
Luminaire Efficacy:	 71 
Color Temp:	 4000K 
CRI:	 90+ 
BUG Rating:	 B1-U2-G1

BOWMAN 12 
Total Lumen Output:	 1320 
Total Power:	 21 
Luminaire Efficacy:	 63 
Color Temp:	 4000K 
CRI:	 90+ 
BUG Rating:	 B1-U2-G1

BOWMAN PENDANT
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BOWMAN
12/18 PENDANT

Bowman 18 Pendant shown in bronze



Bowman 4 Wall shown in bronze

BOWMAN 4/6 WALL



DELIVERED LUMENS Bowman 4: 699	 |	 Bowman 6: 1163

WATTS Bowman 4: 17.8	 |	 Bowman 6: 47.2

VOLTAGE 120V, 277V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Down light

CCT 3000K

CRI 80+

COLOR BINNING 3-step

BUG RATING
Bowman 4: B1-U0-G0

Bowman 6: B1-U0-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 

Part 6 for outdoor use. Registration with CEC 

Appliance Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Bowman 4: 1.7 lbs.	 |	 Bowman 6: 3.2 lbs.

*Visit techlighting.com for specific warranty details.
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The classic silhouette of this sleek LED wall sconce makes it suitable 

for both indoor and outdoor applications. The Bowman’s die-cast 

aluminum body houses a powerful, long-lasting LED light source tightly 

controlled for down light only, yet supplying significant illumination for 

even the darkest nights. Bowman is available in 5 finishes. 

BOWMAN 6
shown in white

BOWMAN 4
shown in bronze

BOWMAN 4
shown in black

BOWMAN
4/6 WALL

SPECIFICATIONS



4.5"
114 mm

4.5"
115 mm

6.7"
170 mm

6"
152 mm

7.5"
191 mm

9"
229 mm

4.5"
114 mm

4.5"
115 mm

6.7"
170 mm

6"
152 mm

7.5"
191 mm

9"
229 mm

700WSBOW LENGTH FINISH LAMP

6	 6"
4	 4"

B	 BLACK
Z	 BRONZE
W	 WHITE

-LED830	 LED 80 CRI, 3000K 120V
-LED830277	 LED 80 CRI, 3000K 277V

*AVAILABLE FOR BLACK AND BRONZE FINISHES ONLY.
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BOWMAN 4/6 WALL

Bowman 4
Bowman 6

BOWMAN 4
Total Lumen Output:	 699
Total Power:	 17.8
Luminaire Efficacy:	 39.1
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

BOWMAN 6
Total Lumen Output:	 1163
Total Power:	 47.2
Luminaire Efficacy:	 24.6
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

BOWMAN WALL
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Bowman 6 Wall shown in bronze

BOWMAN
4/6 WALL



Aspen 26 Wall show in charcoal

ASPEN 8/15/26/36 WALL



DELIVERED LUMENS
Aspen 8: 390	 |	 Aspen 15: 648

Aspen 26: 1060	 |	 Aspen 36: 1508

WATTS
Aspen 8: 15	 |	 Aspen 15: 22

Aspen 26: 38	 |	 Aspen 36: 48

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS In-Line Fuse/Surge Protector

CCT 2700K or 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING
Aspen 8/15/26: B0-U3-G1

Aspen 36: B0-U4-G2

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT
Aspen 8: 3 lbs.	 |	 Aspen 15: 4.5 lbs.

Aspen 26: 7 lbs.	 |	 Aspen 36: 9 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Aspen Wall sconce creates an elegant column of 

beautifully diffused light. Light emerges from the minimalist 

rectilinear design giving off ample amounts of beautiful 

multi-directional illumination. The Aspen is available in four 

sizes to meet architectural scale; ideal for way-finding and 

general outdoor illumination. 

ASPEN 8
shown in charcoal

ASPEN 36
shown in bronze

ASPEN 15
shown in bronze

ASPEN 26
shown in charcoal

ASPEN
8/15/26/36 WALL

SPECIFICATIONS



18"
457 mm

13"
330 mm

7.5"
191 mm

4"
102 mm

5"
127 mm

2.8"
71 mm

2.8"
71 mm

2.8"
71 mm

2.8"
71 mm

5"
127 mm

5"
127 mm

5"
127 mm

36"
914 mm

8"
203 mm

15"
381 mm

26"
660 mm
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457 mm

13"
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7.5"
191 mm
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102 mm
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127 mm

2.8"
71 mm
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71 mm
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71 mm
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127 mm
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127 mm
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914 mm
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203 mm

15"
381 mm

26"
660 mm
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457 mm

13"
330 mm

7.5"
191 mm

4"
102 mm

5"
127 mm
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71 mm
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71 mm

2.8"
71 mm
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71 mm
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914 mm
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203 mm

15"
381 mm
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660 mm
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457 mm

13"
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191 mm
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102 mm

5"
127 mm

2.8"
71 mm
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71 mm
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71 mm
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5"
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5"
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203 mm
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700OWASP CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 90 CRI, 2700K
930	 90 CRI, 3000K

8	 8"
15	 15"
26	 26"
36	 36"

D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V-277V S	 SYMMETRIC 	 NONE
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
LFSP	 IN-LINE FUSE & SURGE PROTECTION
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ASPEN 8/15/26/36 WALL

Aspen 8

Aspen 15

Aspen 26

Aspen 36

ASPEN 8
Total Lumen Output:	 390
Total Power:	 15
Luminaire Efficacy:	 26
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U3-G1

ASPEN 15
Total Lumen Output:	 648
Total Power:	 22
Luminaire Efficacy:	 29
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U3-G1

ASPEN 26
Total Lumen Output:	 1060
Total Power:	 38
Luminaire Efficacy:	 28
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U3-G1

ASPEN 36
Total Lumen Output:	 1508
Total Power:	 48
Luminaire Efficacy:	 31
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U4-G2

ASPEN WALL SCONCE
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ASPEN
8/15/26/36 WALL

Aspen 8 Wall shown in charcoal



Aspen Wedge 26 Wall shown in bronze

ASPEN WEDGE 8/15/26/36 WALL



DELIVERED LUMENS
Aspen Wedge 8: 390	 |	 Aspen Wedge 15: 648

Aspen Wedge 26: 1060	 |	 Aspen Wedge 36: 1508

WATTS
Aspen Wedge 8: 15	 |	 Aspen Wedge 15: 22

Aspen Wedge 26: 38	 |	 Aspen Wedge 36: 48

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS In-Line Fuse/Surge Protector

CCT 2700K or 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING
Aspen Wedge 8/15/26: B0-U3-G1

Aspen Wedge 36: B0-U4-G2

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT

Aspen Wedge 8: 3 lbs.

Aspen Wedge 15: 4.5 lbs.

Aspen Wedge 26: 7 lbs.

Aspen Wedge 36: 9 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Aspen Wedge outdoor wall sconce creates an elegantly tapered 

rectilinear column of diffused light that can be mounted with the 

wedge angled up or down. Light emerges from the minimalist design 

giving off ample amounts of beautiful multi-directional illumination. 

The Aspen Wedge is available in four sizes to meet architectural 

scale; ideal for way-finding and general outdoor illumination.

ASPEN WEDGE 8
shown in bronze

ASPEN WEDGE 36
shown in charcoal

ASPEN WEDGE 15
shown in bronze

ASPEN WEDGE 26
shown in charcoal

ASPEN WEDGE
8/15/26/36 WALL

SPECIFICATIONS
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700OWASPW CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

927	 90 CRI, 2700K
930	 90 CRI, 3000K

8	 8"
15	 15"
26	 26"
36	 36"

D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V-277V S	 SYMMETRIC 	 NONE
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
LFSP	 IN-LINE FUSE & SURGE PROTECTION
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ASPEN WEDGE 8/15/26/36 WALL

ASPEN WEDGE 8 
Total Lumen Output:	 390 
Total Power:	 15 
Luminaire Efficacy:	 26 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

ASPEN WEDGE 15 
Total Lumen Output:	 648 
Total Power:	 22 
Luminaire Efficacy:	 29 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

ASPEN WEDGE 26 
Total Lumen Output:	 1060 
Total Power:	 38 
Luminaire Efficacy:	 28 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

ASPEN WEDGE 36 
Total Lumen Output:	 1508 
Total Power:	 48 
Luminaire Efficacy:	 31 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U4-G2

Aspen Wedge 8

Aspen Wedge 36

ASPEN WEDGE WALL SCONCE

Aspen Wedge 15

Aspen Wedge 26

5"
127 mm

3.5"
89 mm

15"
381 mm

7.5"
191 mm

5"
127 mm

3.5"
89 mm

26"
660 mm

13"
330 mm

5"
127 mm

3.5"
89 mm

36"
914 mm

18"
457 mm

5"
127 mm

3.5"
89 mm

8"
203 mm

4"
102 mm
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ASPEN WEDGE
8/15/26/36 WALL

Aspen Wedge 26 Wall in bronze



Savino 1 Small shown in bronze

SAVINO 1 SMALL/LARGE WALL



DELIVERED LUMENS 520

WATTS 14

VOLTAGE 120V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall (up or down)

CCT Warm Color Dimming (3000-2200K)

CRI 90

COLOR BINNING 3-Step

BUG RATING B0-U0-G0 (aimed down)

DARK SKY Compliant (down light Only)

WET LISTED IP65

GENERAL LISTING ETL, ADA

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 hours

WARRANTY* 5 years

WEIGHT Savino 1 Small: 3 lbs.	 |	 Savino 1 Large: 4 lbs.

* Visit techlighting.com for specific warranty limitations and details.
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SAVINO 1 LARGE
shown in charcoal

SAVINO 1 SMALL
shown in bronze

SAVINO 1
SMALL/LARGE WALL

The contemporary though timeless style of the Savino 1 wall sconce 

is visually appealing with its smoothly rounded capsule design. 

Available in two sizes with the flex options to be mounted indoor or 

outdoor, up or down, make the Savino 1 ideal for many residential or 

commercial lighting applications.

SPECIFICATIONS
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SAVINO 1 SMALL
Total Lumen Output:	 520
Total Power:	 14
Luminaire Efficacy:	 37
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U0-G0
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700OWSNO SIZE FINISH LAMP

6	 6" SMALL
11	 11" LARGE

Z	 BRONZE
H	 CHARCOAL

-LEDWD	 LED 90 CRI, 3000K - 2200K, 120V
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SAVINO 1 SMALL/LARGE WALL

Savino 1 Small

Savino 1 Large

SAVINO 1 WALL

SAVINO 1 LARGE
Total Lumen Output:	 520
Total Power:	 14
Luminaire Efficacy:	 37
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U0-G0



techlighting.com 91

SAVINO 1
SMALL/LARGE WALL

Savino 1 Large shown in charcoalSavino 1 Small shown in charcoal



Savino 2 Large shown in charcoal

SAVINO 2 SMALL/LARGE WALL



DELIVERED LUMENS 1073

WATTS 28

VOLTAGE 120V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall (up or down)

CCT Warm Color Dimming (3000-2200K)

CRI 90

COLOR BINNING 3-step

BUG RATING B0-U4-G0

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL, ADA

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Savino 2 Small: 3 lbs.	 |	 Savino 2 Large: 7 lbs.

*Visit techlighting.com for specific warranty details.
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SAVINO 2 SMALL
shown in charcoal

SAVINO 2 LARGE
shown in charcoal

SAVINO 2
SMALL/LARGE WALL

The futuristic though contemporary style of the Savino 2 wall sconce 

is visually captivating with its smoothly rounded double capsule 

design. What sets this wall sconce apart from many is the design 

flexibility to be mounted indoor or outdoor making the Savino 2 

ideal for residential, hospitality or other lighting applications.

SPECIFICATIONS
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SAVINO 2 SMALL
Total Lumen Output:	 1073
Total Power:	 28
Luminaire Efficacy:	 38
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U4-G0
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700OWSNO2 SIZE FINISH LAMP

11	 11" SMALL
16	 16" LARGE

Z	 BRONZE
H	 CHARCOAL

-LEDWD	 LED 90 CRI, 3000K - 2200K, 120V
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SAVINO 2 SMALL/LARGE WALL

Savino 2 Small

Savino 2 Large

SAVINO 2 WALL

SAVINO 2 LARGE
Total Lumen Output:	 1073
Total Power:	 28
Luminaire Efficacy:	 38
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U4-G0
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SAVINO 2
SMALL/LARGE WALL

Savino 2 Large shown in bronze

Savino 2 Small shown in bronze

Savino 2 Large shown in charcoal



Vex Wall shown in white

VEX WALL



DELIVERED LUMENS 554

WATTS 18.7

VOLTAGE Universal 120V - 277V

DIMMING 0-10V, ELV, TRAC, CL

LIGHT DISTRIBUTION
Symmetric or Asymmetric depending on barn 

doors position

MOUNTING OPTIONS Wall

OPTICS Adjustable beam spread

CCT 2700K, 3000K or 4000K

CRI 90+

COLOR BINNING 3-step

BUG RATING B0-U3-G0

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL, ADA

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 35,000 Hours

WARRANTY* 5 years

WEIGHT 2.4 lbs.

*Visit techlighting.com for specific warranty limitations and details. 
Ships with optional acrylic cover for protection against outdoor debris.

techlighting.com 97

With its unassuming minimalist profile, the Vex outdoor LED wall 

sconce features up and down lighting and delivers a wide range of 

optical control and illumination options in a unique and deceptively 

simple design. Independent, up and down beam angles from  

10°-120° are achieved with simple tool-free adjustment. Beams can 

be set symmetric or asymmetric in both directions and are lockable. 

Angle markers ensure consistent and precise aiming and adjustment 

from fixture to fixture. Vex is ideal for indoor or outdoor accent 

lighting, ambient and/or way-finding applications where beam angle 

is being used to add dramatic effects.

VEX
shown in black

VEX
shown in charcoal

VEX
shown in bronze

VEX
shown in white

VEX
WALL

SPECIFICATIONS



4.6"
117 mm
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VEX WALL
Total Lumen Output:	 554
Total Power:	 18.7
Luminaire Efficacy:	 29.6
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B0-U3-G0

700OWVEX CRI COLOR TEMPERATURE LENGTH FINISH INPUT VOLTAGE

9	 90 CRI 27	 2700K
30	 3000K
40	 4000K

4	 4" H	 CHARCOAL
Z	 BRONZE
W	 WHITE
B	 BLACK

UNV	 UNV 120V-277V

SHIPS WITH OPTIONAL ACRYLIC COVER FOR PROTECTION AGAINST OUTDOOR DEBRIS.
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VEX WALL

Vex Wall

VEX WALL
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Vex Wall shown in charcoal

VEX
WALL



Aspenti Wall shown in charcoal

ASPENTI 5/14/20 WALL



DELIVERED LUMENS 1028

WATTS 14

VOLTAGE 120V, 277V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

OPTICS 36º

MOUNTING OPTIONS Wall

CCT 3000K

CRI 90

COLOR BINNING 3-step

BUG RATING Aspenti 5/14/20: B1-U3-G0

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 years

WEIGHT

Aspenti 5: 4 lbs.

Aspenti 14: 6.5 lbs.

Aspenti 20: 8 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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ASPENTI
5/14/20 WALL

The Aspenti wall sconce adds the perfect finish to any exterior 

space. With its cylindrical profile and modern industrial appearance, 

the Aspenti features up and down light for optimal illumination 

making it ideal for a number of commercial or residential outdoor 

lighting applications.

SPECIFICATIONS

ASPENTI 5
shown in charcoal

ASPENTI 20
shown in bronze

ASPENTI 14
shown in charcoal
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ASPENTI 5
Total Lumen Output:	 1028
Total Power:	 13.7
Luminaire Efficacy:	 75
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U3-G0

700OWAST SIZE FINISH LAMP

5	 5"
14	 14"
20	 20"

Z	 BRONZE
H	 CHARCOAL

LED930	 LED 90 CRI, 3000K, 120V
LED930-277	 LED 90 CRI, 3000K, 277V
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ASPENTI 5/14/20 WALL

Aspenti 5

Aspenti 14

Aspenti 20

ASPENTI WALL

ASPENTI 14
Total Lumen Output:	 1028
Total Power:	 13.7
Luminaire Efficacy:	 75
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U3-G0

ASPENTI 20
Total Lumen Output:	 1028
Total Power:	 13.7
Luminaire Efficacy:	 75
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U3-G0

11.5"
292 mm

5"
127 mm

14"
356 mm

6.5"
165 mm

7"
178 mm
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15 mm
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165 mm

7"
178 mm
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ASPENTI
5/14/20 WALL

Aspenti 14 shown in charcoal



Port 13 Round shown in black
Hex Chandelier

PORT 8/13 WALL



DELIVERED LUMENS Port 8: 743    |     Port 13: 662

WATTS Port 8: 18      |     Port 13: 32

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV, Triac

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS In-Line Fuse/Surge Protector

CCT 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING Port 8/13: B0-U3-G1

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance  

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Port 8: 2.7 lbs.    |     Port 13: 6.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The simple square or circle designs of the Port Wall sconce are 

completely backlit to create a soft glow of illumination enhancing 

the geometry of the fixture. For added style the Port round 

and square fixtures can be used individually or mixed to create 

intriguing outdoor lighting effects and both shapes come in two 

sizes to meet the architectural scale of their surroundings. 

PORT 8 ROUND 
shown in black

PORT 8 SQUARE 
shown in black

PORT 13 ROUND 
shown in black

PORT 13 SQUARE 
shown in black

PORT
8/13 WALL

SPECIFICATIONS
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700OWPRT SHAPE CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

R	 ROUND
S	 SQUARE

930	 90 CRI, 3000K 8	 8"
13	 13"

F	 FROSTED B	 BLACK UNV	 �120V-277V S	 SYMMETRIC 	 NONE
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
LFSP	 �IN-LINE FUSE & 

SURGE PROTECTION
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PORT 8/13 WALL

PORT 8 ROUND 
Total Lumen Output:	 743 
Total Power:	 18 
Luminaire Efficacy:	 41 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

PORT 8 SQUARE 
Total Lumen Output:	 743 
Total Power:	 18 
Luminaire Efficacy:	 41 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

PORT 13 ROUND 
Total Lumen Output:	 662 
Total Power:	 32 
Luminaire Efficacy:	 21 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

PORT 13 SQUARE 
Total Lumen Output:	 662 
Total Power:	 32 
Luminaire Efficacy:	 21 
Color Temp:	 3000K 
CRI:	 90 
BUG Rating:	 B0-U3-G1

Port 8 Round

Port 8 Square

Port 13 Round

Port 13 Square

PORT WALL
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PORT
8/13 WALL

Port 13 Round shown in black



Elpha 14 shown in bronze

ELPHA 10/14 WALL



DELIVERED LUMENS 367

WATTS 11.5

VOLTAGE 120V, 277V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

OPTICS 30º

MOUNTING OPTIONS Wall

CCT 3000K

CRI 90

COLOR BINNING 3-step

BUG RATING Elpha 10/14: B0-U1-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL, ADA

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance  

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Elpha 10: 2 lbs.	 |	 Elpha 14: 4 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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The Elpha outdoor wall sconce features artfully sturdy lines 

in a contemporary geometric design. A powerful integrated 

LED light source shines smoothly down the open triangular 

design providing ample yet appropriate amounts of light into 

any exterior space.

ELPHA 10 
shown in charcoal

ELPHA 14 
shown in bronze

ELPHA
10/14 WALL

SPECIFICATIONS
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ELPHA 10
Total Lumen Output:	 367
Total Power:	 11.5
Luminaire Efficacy:	 32
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U1-G0

700OWEPA SIZE FINISH LAMP

10	 10"
14	 14"

Z	 BRONZE
H	 CHARCOAL

LED930	 LED 90 CRI, 3000K, 120V
LED930-277	 LED 90 CRI, 3000K, 277V
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ELPHA 10/14 WALL

Elpha 10

Elpha 14

ELPHA WALL

ELPHA 14
Total Lumen Output:	 367
Total Power:	 11.5
Luminaire Efficacy:	 32
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U1-G0

.13"
3.3 mm5"

127 mm

5"
127 mm

10"
254 mm

5.7"
145 mm

3.7"
94 mm

.13"
3.3 mm

13.4"
340 mm

7.5"
191 mm

3.7"
94 mm

6.7"
170 mm

6.7"
170 mm
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ELPHA
10/14 WALL

Elpha 14 shown in bronze



Gage 15 Wall shown in bronze

GAGE 8/15/20 WALL



DELIVERED LUMENS

Gage 8: 464.5

Gage 15: 1334

Gage 20: 1480

WATTS

Gage 8: 15.5

Gage 15: 23.9

Gage 20: 29.6

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS 3-Position Variable Wall Height (Gage 15, 20)

PERFORMANCE OPTIONS Surge Protector

CCT 3000K

CRI 80+

COLOR BINNING 3-step

BUG RATING

Gage 8: B0-U3-G1

Gage 15: B0-U4-G1

Gage 20: B1-U4-G1

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT

Gage 8: 4.6 lbs.

Gage 15: 5.1 lbs.

Gage 20: 5.6 lbs.

*Visit techlighting.com for specific warranty details.
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Classically elegant with a contemporary cylindrical design, the 

Gage Wall sconce creates a wide dispersion of soft LED light 

to create both accent and ambient outdoor lighting. Mounting 

options enable the fixture to be mounted in three different 

height positions relative to the backplate position to meet a 

variety of installation needs and aesthetic preferences. 

(See page 115 for illustration. Gage 15 and 20 only.)

GAGE 20
shown in charcoal

GAGE 15
shown in charcoal

GAGE 8
shown in bronze

GAGE
8/15/20 WALL

SPECIFICATIONS
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700OWGAG CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K 8	 8"
15	 15"
20	 20"

D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
SP	 SURGE PROTECTION

114

GAGE 8/15/20 WALL

Gage 15

Gage 20

Gage 8 

GAGE 8
Total Lumen Output:	 464.5
Total Power:	 15.5
Luminaire Efficacy:	 29.8
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

GAGE 15
Total Lumen Output:	 1334
Total Power:	 29.9
Luminaire Efficacy:	 44.5
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U4-G1

GAGE 20
Total Lumen Output:	 1480
Total Power:	 29.6
Luminaire Efficacy:	 49.9
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U4-G1

GAGE WALL
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Integrated height adjustment system allows you to customize the fixture position; low, mid or high. (Gage 15 and 20 only.)

Gage 15 and 20 Wall shown in bronze

GAGE
8/15/20 WALL



Lyft 12 Wall with clear lens shown in bronze

LYFT 12/18 WALL



DELIVERED LUMENS
Lyft 12 Clear: 215	 |	 Lyft 12 Diffuse: 286.4

Lyft 18 Clear: 221	 |	 Lyft 18 Diffuse: 282.1

WATTS
Lyft 12 Clear: 9.9	 |	 Lyft 12 Diffuse: 9.8

Lyft 18 Clear: 9.9	 |	 Lyft 18 Diffuse: 9.8

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS In-Line Fuse/Surge Protector

CCT 27000K, 3000K or 4000K

CRI 80

COLOR BINNING 3-step

BUG RATING

Lyft 12 Clear: B0-U3-G1

Lyft 12 Diffuse: B0-U3-G1

Lyft 18 Clear: B0-U3-G1

Lyft 18 Diffuse: B0-U3-G1

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING\G ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Lyft 12: 5.2 lbs.	 |	 Lyft 18: 6.6 lbs.

*Visit techlighting.com for specific warranty details.
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Combining modern geometric design with unique diffuser 

materials, the Lyft Wall sconce has two configurations that enable 

distinctive lighting experiences. Options include: solid, white sand 

blasted acrylic diffusers that create a wide dispersion of soft LED 

up and down light; or clear acrylic diffusers that add sparkle to 

the illuminated area with equally effective light distribution.

LYFT 18
shown with diffuse lens, charcoal

LYFT 12
shown with clear lens, black

LYFT
12/18 WALL

SPECIFICATIONS
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700OWLYT CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

827	 80 CRI, 2700K
830	 80 CRI, 3000K
840	 80 CRI, 4000K

12	 12"
18	 18"

C	 CLEAR
D	 DIFFUSE

B	 BLACK
Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
LFSP	 �IN-LINE FUSE & SURGE PROTECTION
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LYFT 12/18 WALL

LYFT 12 CLEAR
Total Lumen Output:	 215
Total Power:	 9.9
Luminaire Efficacy:	 21.5
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

LYFT 18 CLEAR
Total Lumen Output:	 221
Total Power:	 9.9
Luminaire Efficacy:	 22.3
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

LYFT 12 DIFFUSE
Total Lumen Output:	 286.4
Total Power:	 9.8
Luminaire Efficacy:	 29
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

LYFT 18 DIFFUSE
Total Lumen Output:	 282.1
Total Power:	 9.8
Luminaire Efficacy:	 28.5
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

Lyft 12

Lyft 18

LYFT WALL

6.5"
165 mm

6.3"
160 mm

12.5"
315 mm

5"
127 mm

4.7"
119 mm

6.5"
165 mm

9.3"
236 mm

18.5"
470 mm

5"
127 mm

5"
127 mm
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LYFT
12/18 WALL

Lyft 18 Wall shown in bronze



Taag 6 Wall shown in bronze

TAAG 6/10 WALL



DELIVERED LUMENS Taag 6: 625.2	 |	 Taag 10: 8889

WATTS Taag 6: 10.2	 |	 Taag 10: 77

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Taag 6: Symmetric	 |	 Taag 10: Type III

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS Photocontrol/In-Line Fuse/Surge Protector

CCT 3000K or 4000K

CRI 80+

COLOR BINNING 3-step

BUG RATING
Taag 6: B1-U1-G0

Taag 10: B2-U1-G2

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Taag 6: 2.5 lbs.	 |	 Taag 10: 12.5 lbs.

*Visit techlighting.com for specific warranty limitations and details.
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Clean, modern design and outstanding light performance 

distinguish Taag high output LED wall packs. Designed for 

outdoor security and general illumination, Taag 10 Wall 

pack delivers over 8800 lumens of light performance in 

commercial and residential applications for which powerful 

illumination is required.

TAAG 10
shown in charcoal

TAAG 6
shown in bronze

TAAG
6/10 WALL

SPECIFICATIONS
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700OWTAG CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

6	 6" D	 DIFFUSE Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE
PCSP	 �BUTTON PHOTOCONTROL & SURGE PROTECTION
LFSP	 �IN-LINE FUSE & SURGE PROTECTION
PCLFSP	 �BUTTON PHOTOCONTROL, IN-LINE 

FUSE & SURGE PROTECTION

700OWTAG CRI/CCT LENGTH LENS FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

10	 10" C	 CLEAR Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V 3	 �TYPE 3 
DISTRIBUTION

	 NONE
PC	 �BUTTON PHOTOCONTROL
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
PCLF	 �BUTTON PHOTOCONTROL & IN-LINE FUSE
PCSP	 �BUTTON PHOTOCONTROL & SURGE PROTECTION
LFSP	 �IN-LINE FUSE & SURGE PROTECTION
PCLFSP	 �BUTTON PHOTOCONTROL, IN-LINE 

FUSE & SURGE PROTECTION
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TAAG 6/10 WALL

Taag 6

Taag 10

TAAG 6

TAAG 10

TAAG 6
Total Lumen Output:	 625.2
Total Power:	 10.2
Luminaire Efficacy:	 61
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B1-U1-G0

TAAG 10 TYPE 3
Total Lumen Output:	 8889
Total Power:	 77
Luminaire Efficacy:	 115
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B2-U1-G2

TAAG 10 TYPE 4
Total Lumen Output:	 8873
Total Power:	 76
Luminaire Efficacy:	 117
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B2-U1-G2

4.9"
124 mm

5.1"
129 mm

2"
51 mm

2.2"
56 mm

9.8"
249 mm

10.2"
259 mm

10.2"
259 mm

3"
76 mm

2.5"
64 mm

1.6"
41 mm5.9"

150 mm

5.7"
145 mm

5"
127 mm 1.4"

36 mm
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TAAG
6/10 WALL

Taag 6 Wall shown in bronze



Tegel 12 Wall shown in bronze 
Strut Bollard shown in charcoal

TEGEL 12/18 WALL



DELIVERED LUMENS

Tegel 12 Up/Down Light: 2346

Tegel 12 Down Light: 1212

Tegel 18 Up/Down Light: 2419

Tegel 18 Down Light: 1212

WATTS

Tegel 12 Up/Down Light: 29.2

Tegel 12 Down Light: 15.6

Tegel 18 Up/Down Light: 29.9

Tegel 18 Down Light: 15.6

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric Up/Down Lighting, or Down Only

MOUNTING OPTIONS Wall

OPTICS 10º and 36º

PERFORMANCE OPTIONS Photocontrol/Surge Protector

CCT 27000K, 3000K or 4000K

CRI 80+

COLOR BINNING 3-step

BUG RATING

Tegel 12 Up/Down Light: B1-U5-G0

Tegel 12 Down Light: B1-U0-G0

Tegel 18 Up/Down Light: B1-U5-G0

Tegel 18 Down Light: B1-U0-G0

DARK SKY Compliant (down light)

WET LISTED IP65

GENERAL LISTING ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Tegel 12: 6.6 lbs.	 |	 Tegel 18: 8 lbs.

*Visit techlighting.com for specific warranty details.
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Understated modern design characterizes Tegel outdoor LED 

wall sconces. Providing well-controlled up and down lighting, or 

down light only, these wall sconces provide accent and ambient 

illumination with a choice of 10° or 36° optic options. Four finish 

choices ensures this design profile successfully blends with all 

architectural aesthetics. 

TEGEL 18
shown in gray

TEGEL 18
shown in black

TEGEL 12
shown in charcoal

TEGEL 12
shown in bronze

TEGEL
12/18 WALL

SPECIFICATIONS
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700OWTEG CRI/CCT LENGTH BEAM SPREAD* LENS FINISH FUNCTION VOLTAGE OPTIONS

827	 �80 CRI, 
2700K

830	 �80 CRI, 
3000K

840	 �80 CRI, 
4000K

12	 12"
18	 18"

N	 10º NARROW
W	 36º WIDE
NN	 �10º UP AND 

DOWN
WW	 �36º UP AND 

DOWN
NW	 10º AND 36º

C	 CLEAR B	 BLACK
Z	 BRONZE
Y	 GRAY
H	 CHARCOAL

DO	 �DOWN LIGHT ONLY
UD	 �UP/DOWN LIGHT

UNV	 120V–277V 	 NONE
PC	 �BUTTON PHOTOCONTROL
SP	 SURGE PROTECTION
PCSP	 �BUTTON PHOTOCONTROL 

& SURGE PROTECTION

*N, W = DOWN LIGHT ONLY (DO); NN, WW, NW = UP AND DOWN LIGHT ONLY (UD)
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TEGEL 12/18 WALL

Tegel 12

TEGEL 12 UP/DOWN
Total Lumen Output:	 2346
Total Power:	 29.2
Luminaire Efficacy:	 80.2
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U5-G0

TEGEL 18 DOWN
Total Lumen Output:	 1212
Total Power:	 15.6
Luminaire Efficacy:	 77.7
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

TEGEL 12 DOWN
Total Lumen Output:	 1212
Total Power:	 15.6
Luminaire Efficacy:	 77.7
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

TEGEL 18 UP/DOWN
Total Lumen Output:	 2419
Total Power:	 29.9
Luminaire Efficacy:	 80.6
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U5-G0

Tegel 18

TEGEL WALL

5"
127 mm

6"
152 mm

5"
127 mm

5.6"
142 mm

4.3"
109 mm

12"
305 mm

5"
127 mm

9"
229 mm

5"
127 mm

5.6"
142 mm

4.3"
109 mm

18"
457 mm
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TEGEL
12/18 WALL

Tegel 18 Wall shown in gray



Pitch Wall shown in bronze

PITCH WALL



DELIVERED LUMENS 823

WATTS 26.1

VOLTAGE 120V, 277V

DIMMING ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Down light or up light

CCT 3000K

CRI 80+

COLOR BINNING 3-step

BUG RATING B1-U0-G0

DARK SKY Compliant (down light)

WET LISTED IP65

GENERAL LISTING ETL, Title 24

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 

Part 6 for outdoor use. Registration with CEC 

Appliance Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT 1.2 lbs.

*Visit techlighting.com for specific warranty details.
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An architectural profile reminiscent of beautifully classic roof 

lines delivers significant light output in this modern LED wall 

sconce suitable for both indoor and outdoor applications. 

The Pitch’s die-cast metal body, houses a powerful LED light 

source that creates visual appeal as light cascades from the 

angular design. Pitch is available in four finishes.

SPECIFICATIONS

PITCH
shown in bronze

PITCH
shown in silver

PITCH
shown in black

PITCH
shown in charcoal

PITCH
WALL
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700WSPIT SIZE FINISH LAMP

S	 SINGLE B	 BLACK
Z	 BRONZE
H	 CHARCOAL
I	 SILVER

-LED830	 LED 80 CRI, 3000K 120V
-LED830277	 LED 80 CRI, 3000K 277V
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Pitch Wall

PITCH WALL

PITCH WALL
Total Lumen Output:	 823
Total Power:	 26.2
Luminaire Efficacy:	 31.4
Color Temp:	 3000K
CRI:	 80+
BUG Rating:	 B1-U0-G0

PITCH WALL
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PITCH
WALL

Pitch Wall shown in black



Cosmo 18 Wall shown in bronze

COSMO 12/18 WALL



DELIVERED LUMENS Cosmo 12: 1047	 |	 Cosmo 18: 1994

WATTS Cosmo 12: 17	 |	 Cosmo 18: 29.2

VOLTAGE
120V-277V with integral transient 2.5kV surge 

protection

DIMMING 0-10, ELV

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

PERFORMANCE OPTIONS In-Line Fuse/Surge Protector

CCT 3000K or 4000K

CRI 80+

COLOR BINNING 3-step

BUG RATING Cosmo 12: B0-U3-G1	 |	 Cosmo 18: B0-U4-G2

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Cosmo 12: 4.1 lbs.	 |	 Cosmo 18: 5 lbs.

*Visit techlighting.com for specific warranty details.
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Elegant, contemporary LED outdoor wall sconce features a rectilinear 

white acrylic shade with metal base. Cosmo creates soft up light to 

highlight structural features on an architectural facade as well as 

creating subtle ambient way-finding. 

SPECIFICATIONS

COSMO 18
shown in charcoal 

COSMO 12
shown in bronze

COSMO
12/18 WALL



700OWCOS CRI/CCT LENGTH COLOR FINISH VOLTAGE DISTRIBUTION OPTIONS

830	 80 CRI, 3000K
840	 80 CRI, 4000K

12	 12"
18	 18"

Y	 WHITE ACRYLIC Z	 BRONZE
H	 CHARCOAL

UNV	 120V–277V S	 SYMMETRIC 	 NONE
LF	 IN-LINE FUSE
SP	 SURGE PROTECTION
LFSP	 �IN-LINE FUSE & SURGE PROTECTION
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Cosmo 12

Cosmo 18

COSMO 12/18 WALL

COSMO WALL

COSMO 12
Total Lumen Output:	 1047
Total Power:	 17
Luminaire Efficacy:	 61.3
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U3-G1

COSMO 18
Total Lumen Output:	 1994
Total Power:	 29.2
Luminaire Efficacy:	 68.2
Color Temp:	 4000K
CRI:	 80+
BUG Rating:	 B0-U4-G2

3.5"
89 mm

12"
305 mm

5"
127 mm

4.2"
107 mm

3.5"
89 mm

8.5"
216 mm

5.7"
145 mm

19.1"
485 mm
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Cosmo 18 Wall shown in bronze

COSMO
12/18 WALL



CHARA 12/17/26 WALL

Chara 12 Wall shown in black



DELIVERED LUMENS 1286

WATTS 11.8

VOLTAGE
120V-277V, with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV, TRIAC

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall (Up or Down)

CCT 3000K

CRI 90+

COLOR BINNING 3 step

BUG RATING B1-U4-G0

DARK SKY Non-Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24  

Part 6 for outdoor use. Registration with CEC 

Appliance Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED Yes

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH
Black: Powder Coat 

Satin Nickel: PVD

LED LIFETIME L70; 70,000 hours

WARRANTY* 5 years

WEIGHT 2 lbs

* Visit techlighting.com for specific warranty limitations and details.
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Strikingly elegant in its simplicity, an unembellished tubular wall 

sconce design creates a modern industrial look while producing 

abundant up and down lighting for indoor or outdoor illumination. 

Also available with down light only.

SPECIFICATIONS

CHARA 12
shown in black

CHARA 17
shown in satin nickel

CHARA 26
shown in black

CHARA
12/17/26 WALL



2.7"
69 mm

13"
330 mm

7.5"
191 mm

26"
660 mm

4.5"
114 mm

2.7"
69 mm

7.5"
191 mm

17.2"
437 mm

8.6"
218 mm

4.5"
114 mm

2.7"
69 mm

7.5"
191 mm

12.3"
312 mm

6.1"
155 mm

4.5"
114 mm

700OWCHA CRI/CCT LENGTH FINISH FUNCTION VOLTAGE DISTRIBUTION

930	 90 CRI, 3000K 12	 12"
17	 17"
26	 26"

B	 BLACK
S	 SATIN NICKEL (PVD)

UD	 UP LIGHT/DOWN LIGHT UNV	 120V-277V S	 SYMMETRIC
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Chara 12

Chara 17

Chara 26

CHARA 12/17/26 WALL

CHARA WALL

CHARA 12/17/26
Total Lumen Output:	 1286
Total Power:	 11.8
Luminaire Efficacy:	 109
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B1-U4-G0
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CHARA
12/17/26 WALL

Chara 12 shown in black



Sana 16 shown in black

SANA 16/22 WALL



DELIVERED LUMENS 121

WATTS 5

VOLTAGE
120V-277V with integral transient 2.5kV surge 

protection (driver)

DIMMING 0-10, ELV, TRIAC

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall

CCT 3000K

CRI 90+

COLOR BINNING 3 step

BUG RATING B0-U0-G0

DARK SKY Compliant

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24  

Part 6 for outdoor use. Registration with CEC 

Appliance Database not required.

START TEMP -30ºC

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum/Concrete

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 hours

WARRANTY* 5 years

WEIGHT 16: 6 lbs.  |  22: 9 lbs

* Visit techlighting.com for specific warranty limitations and details.
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Fabricated in concrete, the Sana collection adds an industrial texture 

to contemporary urban spaces. With an unembellished cylindrical 

design, the Sana line voltage pendant reflects the columnar features 

of open plan environments.

SPECIFICATIONS

SANA 22
shown in black

SANA 16
shown in black

SANA
16/22 WALL



8"
203 mm

8"
203 mm

12"
305 mm

16"
406 mm

5.3"
135 mm

2.9"
74 mm

11"
279 mm

11"
279 mm

22"
559 mm

18"
457 mm

5.3"
135 mm

2.9"
74 mm

700OWSAN CRI/CCT LENGTH FINISH VOLTAGE DISTRIBUTION

930	 90 CRI, 3000K 16	 12"
22	 22"

B	 BLACK UNV	 120V-277V S	 SYMMETRIC
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Sana 16

Sana 22

SANA 16/22 WALL

SANA WALL

SANA 16/22
Total Lumen Output:	 121.5
Total Power:	 5
Luminaire Efficacy:	 24
Color Temp:	 3000K
CRI:	 90
BUG Rating:	 B0-U0-G0
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SANA
16/22 WALL

Sana 16 shown in black



Boxie Large Wall shown in charcoal 
Turbo Bollard shown in charcoal

BOXIE WALL/CEILING



DELIVERED LUMENS Boxie Small: 472.2 LED    |    Boxie Large: 1192 LED

WATTS Boxie Small: 12 LED          |    Boxie Large: 23 LED

VOLTAGE 120V, 277V (LED only)

DIMMING ELV (LED only)

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall or Ceiling

CCT 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING Boxie Small: B1-U3-G1    |    Boxie Large: B1-U3-G1

DARK SKY Compliant (ceiling)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Boxie Small: 4 lbs.	 |	 Boxie Large: 8 lbs.

*Visit techlighting.com for specific warranty details.

700OWBX SHAPE CRI/CCT FINISH VOLTAGE

L	 LARGE 9"
S	 SMALL 6"

930	 90 CRI, 3000K
INC	 INCANDESCENT*

Z	 BRONZE
H	 CHARCOAL

120	 120V
277	 277V

*120V ONLY
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Featuring a thick, square polished pressed-glass shade suspended 

from a die-cast base, the modern Boxie’s LED light source beautifully 

illuminates a space without calling attention to itself. It easily mounts to 

the ceiling or wall for ultimate flexibility.

SPECIFICATIONS

BOXIE
WALL/CEILING

BOXIE LARGE
shown in charcoal

BOXIE SMALL
shown in bronze

BOXIE LARGE
Total Lumen Output:	 1192
Total Power:	 23
Luminaire Efficacy:	 51.8
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U3-G1

BOXIE WALL/CEILING

Boxie Large

Boxie Small

4"
102 mm

2.7"
69 mm

4.5"
114 mm9"

229 mm

8"
203 mm

2.2"
56 mm

5.3"
135 mm 5.3"

135 mm

2.7"
69 mm



Cirque Large Wall show in charcoal 
Turbo Path shown in charcoal

CIRQUE WALL/CEILING



DELIVERED LUMENS Cirque Small: 472.2 LED    |    Cirque Large: 1143 LED

WATTS Cirque Small: 12 LED          |    Cirque Large: 22.1 LED

VOLTAGE 120V, 277V (LED only)

DIMMING ELV (LED only)

LIGHT DISTRIBUTION Symmetric

MOUNTING OPTIONS Wall or Ceiling

CCT 3000K

CRI 90+

COLOR BINNING 3-step

BUG RATING Cirque Small: B1-U3-G1    |    Cirque Large: B1-U3-G1

DARK SKY Compliant (ceiling)

WET LISTED IP65

GENERAL LISTING ETL

CALIFORNIA TITLE 24
Can be used to comply with CEC 2016 Title 24 Part 

6 for outdoor use. Registration with CEC Appliance 

Database not required.

START TEMP -30°C

FIELD SERVICEABLE LED No

CONSTRUCTION Aluminum

HARDWARE Stainless Steel

FINISH Powder Coat

LED LIFETIME L70; 70,000 Hours

WARRANTY* 5 Years

WEIGHT Cirque Small: 4 lbs.	 |	 Cirque Large: 8 lbs.

*Visit techlighting.com for specific warranty details.

700OWCQ SHAPE CRI/CCT FINISH VOLTAGE

L	 LARGE 11"
S	 SMALL 6"

930	 90 CRI, 3000K
INC	 INCANDESCENT*

Z	 BRONZE
H	 CHARCOAL

120	 120V
277	 277V

*120V ONLY
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Beautiful for its simplicity, Cirque indoor or outdoor LED light 

fixture features a thick, round, pressed-glass shade with polished 

surface suspended from a die-cast base. The fixture has a sleek, 

modern design and offers installation versatility as a flush mount 

on the ceiling or as a sconce on the wall. 

SPECIFICATIONS

CIRQUE LARGE
shown in charcoal

CIRQUE SMALL
shown in bronze

CIRQUE
WALL/CEILING

CIRQUE LARGE
Total Lumen Output:	 1143
Total Power:	 22.1
Luminaire Efficacy:	 51.5
Color Temp:	 3000K
CRI:	 90+
BUG Rating:	 B1-U3-G1

Cirque Large

Cirque Small

CIRQUE WALL/CEILING

8"
203 mm

5.5"
140 mm

2.8"
71 mm

11.1"
282 mm

4.5"
114 mm

3"
76 mm

2.2"
56 mm

6"
152 mm

6"
152 mm
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ELEMENT DOWNLIGHTS

Element specification-grade recessed downlights 

(available in 2", 3" and 4" apertures, and Multiples 

configurations) are designed and engineered to 

deliver critically specified light for any environment. 

Since its inception, Element has been defined by 

the demanding needs of the design community.

ENTRA DOWNLIGHTS

Entra 3" downlights offer a quality alternative to 

meet residential and commercial specifications 

on budget-sensitive projects. Engineered for 

performance and reliability, Entra is easy to 

configure with a complete feature set that offers 

flexibility without an overwhelming list of options.

MERGE LINEAR SYSTEMS 

Merge represents the marriage of a general 

illumination linear LED system to a low-voltage 

track lighting system. Whether being used to 

highlight architectural elements or deliver  

well-controlled general illumination, Merge creates 

recessed, suspended, or flush mounted lines of 

uniform, glare-free LED light while offering stunning 

design flexibility.

REFLECTIONS DECORATIVE DOWNLIGHTS

Innovative, first-of-its-kind technology in 

architectural downlights, Reflections links 

decorative recessed domes with beautifully 

controlled indirect LED illumination. Carefully 

crafted Reflections domes (available in 5", 8" and 

12" apertures) are recessed into the ceiling plane 

and act as reflectors to a completely hidden ring of 

upward-firing LEDs that deliver perfectly controlled, 

reduced-glare illumination. 

Tech Lighting architectural downlights and 

linear systems are all about exceptional 

performance in the delivery of beautiful light. 

With our architectural products, we go to 

great lengths to ensure that we’re utilizing 

the latest in LED technology, highest quality 

components and architectural grade  

die-casting so you can feel confident that 

once installed, our products will make all the 

difference…transforming your space with light. 

For more information about our complete 

recessed lighting offering visit us at  

www.techlighting.com

What matters to you, matters to us:

ABOVE THE CEILING MATTERS

Thoughtful engineering makes complex 

solutions elegantly simple. We take great care 

to ensure the highest quality components and 

assembly methods are used, so you can rest 

assured even the things you can’t see  

are exceptional.

AT THE CEILING MATTERS

Highly engineered housings deserve premium 

trims. Every trim is made of either die-cast 

aluminum or a single sheet of cold-rolled steel 

then powder coated to ensure durability and 

reduced glare.

BELOW THE CEILING MATTERS

Beautiful aesthetics cannot come at the 

expense of poor performance, so every 

architectural fixture delivers beautiful light. 

After installation, we are committed to 

delivering the highest level of customer service 

and support in the industry.

ARCHITECTURAL 
PRODUCTS
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MERGE 3.0 Recessed Linear Channels (flangeless), featuring ISO Low-voltage Head  
Architect and Interior Designer: Perkins+Will  |  Photography: Mark Herboth Photography LLC



Sedona Single Chandelier
Design: Kristen Ridler Design  |  Photographer: Matt Kocourek



151

For over 30 years, Tech Lighting has 

been the industry leader in contemporary 

decorative fixtures and low-voltage lighting 

systems. Since inception, we have continually 

expanded and today our portfolio transcends 

any specific aesthetic or categorical 

definitions. Tech Lighting is rooted in 

innovative design, uncompromising quality, 

and cutting edge LED technology.

At Tech Lighting, we do not produce light 

fixtures by the thousands. They are individual 

works of art, specially crafted by incredibly 

dedicated and talented artisans. We strive for 

timeless yet original design with an obsessive 

focus on every detail to enable our lighting to 

make your project truly extraordinary.

Today, we have gained broad recognition 

on the architectural side of our business 

for balancing an absolute passion for every 

design detail with a deep concern for the way 

our fixtures illuminate a space. We never lose 

sight of the individuals that actually use our 

products, nor the professionals who specify 

them. We care about what you care about.

Visit techlighting.com to see the expansive 

breadth of our offering.



Turbo Light Column and Turbo Bollard shown in charcoal



FAMILY PAGE

Ash 8, 10, 12 and 16 Wall Sconces 68-71

Ash 12 Pendant 64-67

Aspen 8, 15, 26 and 36 Wall Sconces 80-83

Aspen Wedge 8, 15, 26 and 36 Wall Sconces 84-87

Aspenti 5, 14 and 20 Wall Sconces 100-103

Bowman 4 and 6 Wall Sconces 76-79

Bowman 12 and 18 Pendant 72-75

Boxie Small and Large Wall or Ceiling Flush Mounts 144-145

Cirque Small and Large Wall or Ceiling Flush Mounts 146-147

Chara 12, 17 and 26 Wall Sconces 136-139

Cosmo 12 and 18 Wall Sconces 132-135

Elpha 10 and 14 Wall Sconces 108-111

Gage 8, 15 and 20 Wall Sconces 112-115

Lyft 12 and 18 Wall Sconces 116-119

Mode Single Wall Sconce, Ceiling and Path Lights 48-51

Mode Split Wall Sconce, Ceiling and Path Lights 52-55

Mode Dual Wall Sconce, Ceiling and Path Lights 56-59

Pitch Wall Sconce 128-131

Port 8 and 13 Wall Sconces 104-107

Revel Bollard and Path Lights 20-23

Root 15 and 20 Wall Sconces 128-131

Roton 12 and 18 Pendants 60-63

Sana 16 and 22 Wall Sconces 140-143

Savino 1 Small and Large Wall Sconces 88-91

Savino 2 Small and Large Wall Sconces 92-95

Strut Bollard and Path Lights 44-47

Syntra Bollard and Path Lights 40-43

Taag 6 and 10 Wall Packs 120-123

Tegel 12 and 18 Wall Sconces 124-127

Turbo Bollard and Path Lights 12-15

Turbo Light Column 8-11

Turbo Wall Sconce 16-19

Vex Wall Sconce 96-99

Voto 6 and 8 Wall Sconces 28-31

Voto Bollard and Path Lights 24-27

Zur Bollard and Path Lights 32-35

Zur 12, 18 and 24 Wall Sconces 36-39
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7400 Linder
Skokie, IL 60077

T 847.410.4400
F 847.410.4500

techlighting.com

Quotes & Technical Assistance:
800.522.5315
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