
Fixture Type:
  

Catalog Number:
  

Project:
  

Location:Vega
Wall Mount 3000K 
 

Model
 

Color Temp & CRI
 

Lumens
 

Finish
 

 WS-W190109  30    3000K - 90 545  BK    Black
 

         
  

 

  
 

  
 

  
 

Example: WS-W190109-30-BK

FEATURES
 

• Multiple LED array for uniform illumination
• ACLED driverless technology
• 5 Year warranty
 

SPECIFICATIONS
 

Color Temp:
 

3000K

Input:
 

120 VAC, 50/60Hz

CRI:
 

90

Dimming:
 

ELV: 100-10%

Rated Life:
 

50000 Hours

Mounting:
 

Installs over a 3" or 4" Junction Box

Standards:
 

ETL, cETL
 

Wet Location Listed

Construction:
 

Die-cast aluminum
  
  

FINISHES

Black

LINE DRAWING
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Fixture Type:
  

Catalog Number:
  

Project:
  

Location:Vega
Wall Mount 3000K 
 

Model
 

Color Temp & CRI
 

Lumens
 

Finish
 

 WS-W190114  30    3000K - 90 1050  BK    Black
 

         
  

 

  
 

  
 

  
 

Example: WS-W190114-30-BK

FEATURES
 

• Multiple LED array for uniform illumination
• ACLED driverless technology
• 5 Year warranty
 

SPECIFICATIONS
 

Color Temp:
 

3000K

Input:
 

120 VAC, 50/60Hz

CRI:
 

90

Dimming:
 

ELV: 100-10%

Rated Life:
 

50000 Hours

Mounting:
 

Installs over a 3" or 4" Junction Box

Standards:
 

ETL, cETL
 

Wet Location Listed

Construction:
 

Die-cast aluminum
  
  

FINISHES

Black

LINE DRAWING
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